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C2 — RETAIL COMMERCIAL DISTRICT

SETBACKS
BUILDING SETBACKS:
FRONT = 30’
SIDE = 6’ ,
REAR = 30° (WHEN ADJ. TO A RESIDENTIAL DISTRICT)

TRIP GENERATION
160 TRIPS PER DAY

LOT AREA

74,224 SFT
1.7 ACRES

BUILDING COVERAGE
TOTAL AREA = 13,650 SFT

PARKING

REQUIRED: 69 SPACES
PROVIDED: 69 SPACES
BARRIER FREE SPACES 4

ALL BARRIER FREE SPACES DESIGNED PER ADA REQUIREMENTS

TYPICAL PARKING SPACE DIMENSION = 9'x20’
DRIVE AISLE WIDTHS = VARIES

BUILDING AREA

THE BUILDING IS SINGLE—STORY (20") WITH A TOTAL AREA OF
13,650 SFT. SEE FLOOR PLAN AND ELEVATIONS FOR MORE DETAIL.

OWNER

GROVE CITY DG, LLC
361 SUMMIT BLVD, SUITE 110
BIRMINGHAM, AL 35243

DOLLAR GENERAL - GROV

DRAWING INDEX

SHT # DESCRIPTION

C-1 - SITE LAYOUT PLAN

C-2 -
GRADING - UTILITY PLAN

C-4 - DETAILS

C-5 - DETAILS

c-is - DETAILS

1 - PHOTOMETRIC PLAN

- LANDSCAPE PLAN

NO !!ES |
1. P¢ OVIDE CURB CUTS/RAMPS AT ALL BARRIER FREE ACCESS POINTS.

2. VEMENT MARKINGS AND SIGNAGE SHALL CONFORM TO THE CURRENT OHIO MANUAL
UNIFORM TRAFFIC CONTROL DEVICES AND THE AMERICANS WITH DISABILITIES ACT
(ADA).
3. JOORDINATE ALL UTILITY LOCATIONS WITH BUILDING CONTRACTOR PRIOR TO

INSTALLATION.
I

4. SIGN LOCATIONS SHOWN IN CONCEPT ONLY. CONTRACTOR TO PULL SIGN PERMIT AND

ENSURE LOCAL SIGN ORDINANCE IS OBSERVED.

5. DRIVEWAY LAYOUT AND CONNECTION TO BROADWAY. AND SHALL COMPLY WITH THE

GROVE CITY STANDARDS AND ALL ASPECTS OF THE DRIVE PERMIT.
6. ALL WORK REQUIRING PERSONS OR VEHICLES WITHIN THE GROVE CITY R/W AND

TRAFFIC CONTROL DEVICES AND PROCEDURES SHALL BE IN ACCORDANCE WITH THE

OHIO MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES CURRENT EDITIONS
7. THE DEVELOPER (PERMITEE) IS RESPONSIBLE FOR ALL UTILITY RELOCATIONS.
8. ALL STRIPING SHOWN TO BE 4" WHITE
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ISSUED FOR/REVISIONS:

hurley & stewart, llc

2800 south 11th street

06-29-12

fax 269.552.4961

Kalamazoo, michigan 49009
hurley & stewart YWwhurleystewart.com

269.552.4960

7-27-12

COPYRIGHT © of Hurley & Stewart, LLC

SITE PLAN SUBMITAL

205.968.9295

LEGAL DESCRIPTION

THIS SURVEY DESCRIPTION DESCRIBES A PARCEL WITHIN THE PARCEL DESCRIBED IN
FIRST AMERICAN TITLE INSURANCE COMPANY FILE NO:12—13217, DATED MAY 31,
2012.SITUATED IN THE STATE OF OHIO, COUNTY OF FRANKLIN, CITY OF GROVE CITY,
BEING LOCATED IN VIRGINIA MILITARY SURVEY NO.1388 AND BEING 1.704 ACRES OF A
11.600 ACRE PARCEL DEEDED TO TO DAVIS INVESTMENT CO. IN DEED BOOK 3032,
PAGE 9, AND BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: COMMENCING AT
A CONCRETE MONUMENT RECORDED AS BEING S81°52°37" W A DISTANCE OF 25.14
FEET, FROM THE POINT OF BEGINNING OF A PARCEL RECORDED IN #31154C08 AS
SURVEYED BY MARK HAZEL, PS#7039; THENCE SOUTHERLY 248.77 FEET ALONG A
CURVE TO THE RIGHT, ON THE WEST LINE OF PARCEL NO. 32WD AS DESCRIBED IN
STATE OF OHIO RECORD 11925 G10, ALONG THE ARC OF A 5772.08 FOOT RADIUS
CURVE TO THE RIGHT WITH A LONG CHORD OF S 3012'03" W A DISTANCE OF 248.75

FEET, PREVIOUSLY RECORDED AS S 30°24'35" 248.76 FEET, IN OFFICIAL RECORD
33154C08, TO A SET #5 REBAR WITH PS CAP #S—8066 AND THE POINT OF
BEGINNING; THENCE S 60°38'37" E ALONG THE SOUTH LINE OF THE PROPERTY
DESCRIBED IN OFFICIAL RECORD 33154C08 A DISTANCE OF 193.48 FEET, TO A FOUND
#5 SITE ENGINEERING IRON, PREVIOUSLY RECORDED AS S 6010°34"E 192.64 FEET IN
A SURVEY BY MARK HAZEL, PS #7039 IN 1997; THENCE S 29M15'31" W A
DISTANCE OF 248.53 FEET, ALONG THE WEST LINE OF A PARCEL CREATED IN
ORIGINAL RECORD 3444014, TO A FOUND 1” IRON PIPE, PREVIOUSLY RECORDED AS

S29°18'26"W, IN A SURVEY BY MARK HAZEL, PS #7039 IN 1997, THENCE S 33°49'13"

W A DISTANCE OF 121.81 FEET, ALONG THE WEST LINE OF A PARCEL CREATED IN
ORIGINAL RECORD 3444014, TO A SET #5 REBAR WITH PS CAP #S—8066,
PREVIOUSLY RECORDED AS S34'00'19"W; THENCE N 5836°32° W A DISTANCE OF
207.79 FEET, TO A SET #5 REBAR WITH PS CAP #S—8066, ON THE EAST LINE OF US
ROUTE 62 AS SHOWN ON 0.D.0.T PLANS FRA—62-7.06 (CENTERLINE SURVEY IN PLAT
BOOK 65, PAGE 57); THENCE N 33'47°'47" E A DISTANCE OF 125.53 FEET, ALONG
EAST LINE OF SAID HIGHWAY, PREVIOUSLY RECORDED AS N 34°0019” E, TO A #5
REBAR WITH PS CAP #S—8066; THENCE CONTINUING ALONG SAID HIGHWAY, 237.84
FEET, ALONG THE ARC OF 5772.08 FOOT RADIUS CURVE TO THE LEFT, WITH A LONG
CHORD OF N 33°47°47 E A DISTANCE OF 237.84 FEET, TO THE POINT OF BEGINNING.
CONTAINS 74,225 SQUARE FEET OR 1.704 ACRES OF LAND MORE OR LESS.
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BENCHMARKS AN

BM # 1 ELEVATION = 833.80
CORNER OF CONCRETE

BM # 2  ELEVATION = 833.52 J-l
SANITARY RIM B -
BM # 3  ELEVATION = 837.62 OHIO
ARROW ON FIRE HYDRANT Utilities Protection
- SERVICE
Call Before You Dig
1.800.362.2764

UNDER THE SUPERVISION OF
TIMOTHY ALLEN STEWART, P.E. ||

ALL UTILITIES AS SHOWN ARE APPROXIMATE LOCATIONS
DERIVED FROM ACTUAL MEASUREMENTS AND. AVAILABLE
RECORDS. THEY SHOULD NOT BE INTERPRETED TO BE
EXACT LOCATION NOR SHOULD IT BE ASSUMED THAT THEY
ARE THE ONLY UTILITIES IN THE AREA.

FIELD WORK PERFORMED BY:
LANDTECH PROFESSIONAL SURVEYING

Job No.: 12—003T P.M.:TAS
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1. ALL DEMOLITION WORK SHALL CONFORM TO ALL LOCAL CODES AND 3
ORDINANCES. ALL DEMOLITION OPERATIONS SHALL COMPLY WITH OSHA EX STM CB #1 EX STM CB #8 o2
REGULATIONS INSOFAR AS THEY APPLY 7O THE REQURED JWORK. SOIL. EROSION RIM = 830.80 RIM = 835.13 S
ON 0 O ” ” -— .
pEmoLToN. O © INV. 15" SE = 827.89 INV. 12" NW = 829.98 JBozs
2. THE CONTRACTOR SHALL REMOVE AND CLEAR ALL TREES, BRUSH, FENCES, INV. 15" NW = 827.92 INV. 12” SE = 829.88 SRS
'BUILDINGS, CURB, AND ASPHALT AS SHOWN ON THE PLANS OR AS DIRECTED - p-
BY THE ENGINEER. EChal
EX SAN MH #2 EX STM CB #9 . — 35 Eo 2
. ALL DEMOLITION MATERIAL SHALL BE PROPERLY REMOVED FROM THE SITE AND _ _ ey — ‘ -4
> DisPostD ot N ' LEGALLY DESIGNATED DISPOSAL AREA. PERMITS AND FEES RIM i 834.34 RIM ”835‘33 | S5g%s
FOR DISPOSAL OF DEMOLITION MATERIAL SHALL BE OBTAINED AND PAID FOR INV. 8" SW = 821.82 INV. 12” SE = 829.58 83 SaE
BY THE CONTRACTOR. ., | '
D REMOVE ANY ITEMS REMAINING FROM INV. 8" NW = 821.92 —“g’ 080 _35 E
4. THE CONTRACTOR SHALL DEMOLISH AN
THE EXISTING BUILDING, IN ITS ENTIRETY, INCLUDING WALLS, FOUNDATIONS AND EX STM CB #10 28388
FOOTINGS. ALL BUILDING DRAINS AND UTILITY LEADS SHALL BE LOCATED AND EX STM MH #3 RIM = 834.12 |
PROPERLY PLUGGED. UTILITY LEAD WORK SHALL BE COORDINATED WITH THE RIM = 83264 N " . -
APPROPRIATE UTILITY COMPANY. = 832 V. 6 NE = 831.32 RoTECT N g
5. BACKFILL EXCAVATED AREAS WITH CLEAN GRANULAR FILL COMPACTED TO 95% INV. 18” SE = 828.24 INV. 4” NE = 832.72 TREE AND SHRUB >
OF THE MATERIAL UNIT WEIGHT BY MODIFIED PROCTOR. INV. 12" NE = 828.44 INV. 4" SW = 83272 L
INV. 4" SE = 832.72 o
EX SAN MH #4 INV. 4" NW = 832.72 >
RIM = 833.5 | 0]
EASEMENTS OF RECORD INV. 8" SE = 820.65 EX STM CB #11 5
““-—E‘_*“—“ ”» — — :
11. TITLE TO THAT PORTION OF THE PROPERTY WITHIN THE BOUNDS OF ANY LEGAL INV. 8" NE 820f59 RIM = 833.21

8 PROTECT
Y EX. TREE

ROADS OR HIGHWAYS. DOES NOT AFFECT. PORTION OF PROPERTY IN RIGHT OF INV. 8” SW = 830.86

WAY HAS BEEN EXCEPTED OUT OF THE PARENT. ”
EX STM CB #5 INV. 8" SE = 830.81 | R
(12 12. EASEMENT GRANTED UNTO COLUMBUS SOUTHERN POWER COMPANY, APPEARING RIM = 833.05 INV. 4” NE = 831.76 ) / al TS
OF RECORD IN OFFICIAL RECORDS VOLUME 33838, PAGE B—05, RECORDERS OFFICE, ” : = . /SAWAUT AND NEEREE
FRANKLIN COUNTY, OHIO. SHOWN HEREON. INV. 12" SW = 828.25 INV. 4” SW = 831.76 N~ /REMQVE CURB / SEERE i
» _ ’ ’ , . / S| 13
(19  13. EASEMENT GRANTED UNTO COLUMBUS AND SOUTHERN OHIO ELECTRIC COMPANY, INV. 12" NE = 828.15 INV. 4” SE = 831.76 ’ | /o Sl BERE
APPEARING OF RECORD IN DEED BOOK 1976, PAGE 545; DEED BOOK 2398, PAGE " ~ sl s
244; DEED BOOK 2410, PAGE 583 AND DEED BOOK 3110, PAGE 546, RECORDER'S - INV. 47 NW = 831.76 < g
OFFICE, FRANKLIN COUNTY, OHIO. SHOWN HEREON. EX STM CB #6 | Sl LB
—_ || = n
14. EASEMENT GRANTED UNTO THE OHIO FUEL AND GAS CO. APPEARING OF RIM ”833'67 EX STM CB #12 e 1 s
RECORD IN DEED BOOK 2420, PAGE 28; ASSIGNED TO COLUMBIA GAS OF OHIO, INC., INV. 12” NE = 827.87 . S50 |
APPEARING OF RECORD IN DEED BOOK 2548, PAGE 90, RECORDER'S OFFICE, " RIM = 835.160 S8 |8
FRANKLIN COUNTY, OHIO. DOES NOT AFFECT PARCEL. | INV. 127 SW = 827.77 " _ NEERE
INV. 8" NW = 832.06 AEREINEE
(19 15 EASEMENTS GRANTED UNTO THE CITY OF GROVE CITY, APPEARING OF RECORD IN INV. 12” NE = 832.06 SIS E ] |
DEED BOOK 2643, PAGE 339; DEED BOOK 2698, PAGE 557; DEED BOOK 2725, EX STM CB #7 ©le : SB25 0 g
PAGE 474; DEED BOOK 2725, PAGE 477; DEED BOOK 3247, PAGE 417, | _ INV. 4 NE = 833.66 a|@ISIE
RE—RECORDED IN DEED BOOK 3249, PAGE 289; OFFICIAL RECORDS VOLUME 3444, RIM = 835.01 " QARG
PAGE D—18 AND OFFICIAL RECORDS VOLUME 5363, PAGE H—13, RECORDER'S OFFICE, INV. 12” SW = 828.76 INV. 4 SW = 833.66 5| @Rl B
FRANKLIN COUNTY, OHIO. LEGIBLE PORTION OF DOCUMENTS PROVED ARE SHOWN . = . INV. 4" SW = 833.66 8 1=z | |E
HEREON. HOWEVER SOME DOCUMENTS WERE NOT LEGIBLE. INV. 12" NW = 828.92 . = . NI
. . " _ |8
16. EASEMENT GRANTED UNTO THE OHIO BELL TELEPHONE COMPANY, APPEARING OF INV. 4" NW = 833.66 S| @il
RECORD IN DEED BOOK 3132, PAGE 128, RECORDERS OFFICE, FRANKLIN COUNTY, | ,_ | @l
OHIO. DOES NOT AFFECT PARENT PARCEL. 7N g [T
:):,;:. N ; i i
17y  17. EASEMENT GRANTED UNTO STATE OF OHIO, APPEARING OF RECORD IN OFFICIAL / A NN
RECORDS VOLUME 11925, PAGE G-12, RECORDER'S OFFICE, FRANKLIN COUNTY, OHIO. : B
SHOWN HEREON. /
18. MEMORANDUM OF LEASE (TOGETHER WITH EASEMENTS) BY AND BETWEEN DAVIS /" PROTECT
INVESTMENT CO., LESSOR, AND HOWELL TOWNSHIP DEVELOPMENT CORPORATION, / ‘

EX. TREE

DEVELOPMENT CORP. TO YATES ENTERPRISES, INC., IN OFFICIAL RECORDS VOLUME
3543, PAGE J—14; FIRST MODIFICATION OF AGREEMENT TO LEASE AND GUARANTY
FILED OCTOBER 25, 2984, IN OFFICIAL RECORDS VOLUME 4943, PAGE B-14;
ASSIGNMENT OF LEASE FROM YATES ENTERPRISES, INC., TO 3166, INC., FILED MAY ; \
22, 1998, IN INSTRUMENT NUMBER 199805220124578, RECORDER'S OFFICE, FRANKLIN -
COUNTY, OHIO. DOES NOT AFFECT SITE. ' /

19. MEMORANDUM OF LEASE AND GRANT OF CERTAIN EASEMENTS BY AND BETWEEN 7
DAVIS INVESTMENT CO., LANDLORD, AND MCDONALD'S CORPORATION, DATED AUGUST / 7
23, 1996, FILED SEPTEMBER 24, 1996, APPEARING OF RECORD IN OFFICIAL RECORDS
VOLUME 33154, PAGE C—05; COVENANT NOT TO COMPETE AND SET BACK

" SAWCUT AND REMOVE

o E Ll
g E g
¥ 0 J<:
RESTRICTION APPEARING OF RECORD IN OFFICIAL RECORDS VOLUME 33154, PAGE | |/ EX. CURB AND GUTTER— I: w
C-—12; SUPPLEMENT TO LEASE APPEARING OF RECORD IN OFFICIAL RECORDS VOLUME o/ - > O
34244, PAGE J-01, RECORDER'S OFFICE, FRANKLIN COUNTY, OHIO. SHOWN HEREON. | / / | e} 0 )
20. NOTICE OF COMMENCEMENT FILED BY SINGLETON CONSTRUCTION, LLC, FOR / EX. HYDRANT TO'BE m
RENOVATION TO MCDONALDS USA, INC., APPEARING OF RECORD IN INSTRUMENT No. RELOCATED. COORDINATE E 18
201112200165470, RECORDER'S OFFICE, FRANKLIN COUNTY, OHIO. NOTICE OF E / WITH UTILTY COMPANY 1
CONSTRUCTION DESCRIBING ENTIRE PARENT PARCEL SHOWN HEREON. / wo
@) 21 MEMORANDUM OF LEASE BY AND BETWEEN W&D DAVIS INVESTMENT CO., LTD., . I
AN OHIO LIMITED PARTNERSHIP, AND DOLGEN MIDWEST, LLC, A TENNESSEE LIMITED & _I
LIABILITY COMPANY, DATED APRIL 12, 2012, FILED APRIL 13, 2012, AT 3:54 P.M, / oJ
APPEARING OF RECORD AS INSTRUMENT NO. 201204130051724, RECORDER'S OFFICE, /
FRANKLIN COUNTY, OHIO. LEASE IS BLANKET IN NATURE. ; / / e ()] 0
\ 02 ¢
ENCROACHMENTS OF RECORD - W 1
i _—
Y \“‘mgtggn,% n 0 <
& A ADJOINER'S FENCE ENCROACHES WESTERLY INTO SUBJECT PARCEL 0.0 To 3.2 A '- Sl O, N
FEET OVER A DISTANCE OF 165.8 FEET. STR\)C'“O ; §* STIMOTHY ;{»? % Z —
ER S *2*%
B. ADJOINER'S DRIVE ENCROACHES SOUTHERLY OUT OF EASEMENT 0.0 TO 1.5 FEET g i SIEWART Sof @) j o
ONTO SUBJECT PROPERTY FOR A DISTANCE OF139.6 FEET. REMOVALS LEGEND . 22l A A O g
C. ADJOINER'S FENCE ENCROACHES SOUTHERLY INTO SUBJECT PARCEL FOR A $FITG0= CURB. REMOVAL g JONAL TS
DISTANCE OF 18.4 FEET. SAWCUT {” \“ l
Albiddfdddd LS \, “

PAVEMENT/SIDEWALK REMOVAL

BUILDING DEMOLITION
XXX XXRXX% UTILITY LINE REMOVAL

D
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Call Before You Dig
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UTILITY NOTES _

SOIL EROSION AND SEDIMENTATION CONTROL MEASURES

i
©
(o)
K DETAIL CHARACTERISTI STORM SEWER STRUCTURE SCHEDULE o<
oW
STR. # | RIM EL. | DIAM. | CASTING PIPES IN: PIPES OUT o320 .
eedin - ctive ()] N
5 o perpensive & vry Sfective  osion CB—1 | 83319 | 5 | 5105 M1 | 8” SE: 828.95 | 24” NW: 828.95 0993
Permits runoff lo infillrate soil, reducing runoff volume = 5 5 ().
Should include prepared topsoi! bed 24” SE- 828 95 5 w :E:‘D § -E:
CB- . ’ » o y 10 -
— _ ————— 2 | 83295 | 5 5105 M1 | 500 ow 88 00 0 20 40 : SSE ¢
15 P'Otf‘it:of(;m\‘gjur::mur;?7\?@7%0/2()7/\ irw{je 7 proteies L 24” NE 828 95 _8 i E o %
Irreqular surface will help slow velocity : . 1 inch — . 7o)
CB-3 | 83312 | 5 | 5105 M1 24" SW: 828.95 0 ;’*’3 £y
Storm Sewer System removes collected runoff from site, particularly from paved areas 12” NW: 828.95 o) g C\j ;
35 gg:dzz(l:;eprlurl]c;rfg?e!;“‘);:(inc’tr:p?j;oﬁwii W/:rl)cf:n or slabilized oulfall location 24" NE: 828 95 ‘ Vv %2 E :_g .-CE
Use catch basins to collect sediment CB"'4 833.08 5’ 51 05 M1 24” SE: 828.95 ’ | K A R ? ) E S ‘_(U_' o).
: 828, JTAP EXISTNG /' [ RSV
36 Collects high velocity c‘o’m.'er‘lralped runolt . ] CB-5 833.45 5' 5105 M1 24” NW: 828.95 WATEB MA'N / 4 r§) ’
May use filter cloth over inlet. See paved storm sewer inlet detoil. / / / / vy
* ’ 3 ”» ”» . // ) 7 SN
cS-1" | 833.58 4 1120 B | 12" SE: 828.90 | 12" SW: 828.90 'c%'
Geotextile Silt Fence ) ,’?
o) | R e - : " NE. 12" NW: 828.92 7/4 3
54 o I ?G;vy Llo constlructl darvd f‘)c(ﬁle l;sgnicessary EX CB 7 835' 37 4 EXlSTlNG 12 NE' 828‘80 12” SW: 828‘76 9
' ()]
TEMPORARY (YY\ PERMANENT * OUTLET CONTROL STRUCTURE SEE DETAIL o
MEASURE \P_/ MEASURE ~ . o
s STM @8 Lg4g; 124 >
/" ~10422.15% O
8 LF OF 24’ -
@ -10651.05% E

!

1.

10.

FOR PROTECTION OF UNDERGROUND UTILITIES, CALL THE OHIO UTILITIES PROTECTION SERVICE AT
1-800-362—-2764 A MINIMUM OF 48 HOURS PRIOR TO EXCAVATING. ’

ALL MATERIAL AND CONSTRUCTION WILL BE IN ACCORDANCE WITH THE CONSTRUCTION STANDARDS AND
SPECIFICATIONS OF THE STATE OF OHIO DEPARTMENT OF TRANSPORTATION (ODOT) DATED JANUARY 1,2010. ODOT
SPECIFICATIONS ARE SUBJECT TO THE CURRENT ADDENDA. IN ADDITION, ALL WORK WILL BE IN COMPLIANCE WITH
ALL APPLICABLE FEDERAL AND STATE STANDARDS AND REGULATIONS.

ALL BEDDING MATERIAL TYPES ARE TO BE PER ODOT SPEC. 603.06.
ALL BACKFILL MATERIAL TYPES ARE TO BE PER ODOT SPEC. 603.10.

GRANULAR MATERIAL OR CDF SHALL BE USED FOR BACKFILLING ALL TRENCHES UNDER PAVEMENT AND/OR ANY
PORTION OF THE TRENCH THAT IS WITHIN 5 FT. OF THE PAVEMENT EDGE OR CURB. PAVEMENT SHALL INCLUDE
BUT IS NOT LIMITED TO; ROADWAYS, SIDEWALKS, SERVICE WALKS, DRIVEWAY APPROACHES, PARKING LOTS OR ANY
PROPOSED PAVED SURFACE.

SOIL EROSION AND SEDIMENTATION BEST MANAGEMENT PRACTICE (BMP) MEASURES WILL BE INSTALLED PRIOR TO
START OF ANY CONSTRUCTION AND WILL BE MAINTAINED AT ALL TIMES UNTIL CONSTRUCTION HAS BEEN

COMPLETED, INCLUDING ALL GRASS BEING WELL ESTABLISHED AND/OR PERMANENT EROSION AND SEDIMENTATION
BMP MEASURES ARE IN PLACE. v

CONTRACTOR IS TO DESIGNATE A SITE DUMP/WASH AREA PRIOR TO STARTING CONSTRUCTION FOR SUCH
PURPOSES AS WASHING OUT CONCRETE TRUCKS AND DUMPING NON—HAZARDOUS WASTE MATERIALS. DUMPING OR
DISCHARGE OF ANY WASTE MATERIALS TO ANY SEWERS IS PROHIBITED. HAZARDOUS WASTES ARE TO BE REMOVED
OFF SITE AND PROPERLY DISPOSED OF CONSISTENT WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS.

COORDINATE ALL UTILITY LOCATIONS AND ELEVATIONS WITH MECHANICAL DRAWINGS AND BUILDING CONTRACTOR
PRIOR TO INSTALLATION.

REMOVE SEDIMENT FROM ALL STRUCTURES ONCE PAVING IS COMPLETE AND REMOVE SILT SACKS.

SANITARY SEWER MATERIALS AND INSTALLATION SHALL COMPLY WITH CITY OF GROVE CITY REQUIREMENTS.
COORDINATE WORK AND INSPECTIONS WITH CITY OF GROVE CITY.

WATER SUPPLY MATERIALS AND INSTALLATION SHALL COMPLY WITH CITY OF GROVE CITY UTILITIES REQUIREMENTS
AND SPECIFICATIONS. COORDINATE CONNECTIONS WITH GROVE CITY.

CONTRACTOR TO COORDINATE PRIVATE UTILITY CONNECTIONS WITH UTILITY COMPANIES.

PLACE SANITARY CLEANOUT EVERY 100’ AND/OR AT BENDS ON ALL 6" SANITARY SEWER LEADS.

ALL STRUCTURE CASTINGS TO BE EAST JORDAN IRON WORKS OR APPROVED EQUAL. SEE STRUCTURE TABLE FOR
SPECIFIC CASTING AT EACH STRUCTURE.

THE CONTRACTOR SHALL INSTALL PEDESTRIAN FENCE AROUND ALL EXCAVATIONS TO BE LEFT OPEN OVERNIGHT AS
REQUIRED.

CONTRACTOR SHALL REFER TO THE GEOTECHNICAL REPORT FOR GROUNDWATER AND SOILS INFORMATION. ANY
UTILITIES REQUIRING DEWATERING SHALL BE INSTALLED TO THE GROVE CITY STANDARDS AND INCLUDED IN THE
INSTALLATION COSTS. CONTRACTOR IS RESPONSIBLE FOR ALL DEWATERING NECESSARY TO CONSTRUCT UTILITIES
IN THE DRY.

PROPOSED
RETAIL
SLAB ON GRADE

// CORE 12" INTO/EX. MH LE. 828.80) vy
NSTALL- TRADE FLEX SERIES 37 BACK @3 / ,

'5/5 6\ b(n /
P°LF \QE~2

F.F. = 834.75

SM @0.04% /s AL

FLOW PREVENTOR.—~_ 8

4,550 SFT

il

TAP EXISTING
WATER MAIN

| " CONNECT T0/EX ELEC./TELE. /~
/" COORDINATE WITH WITH
| / UTILITY COMPANY/A_

/" RELOCATE /
J EXISTING HYDRANT .
5 /" PER'GC—46A

e PROPOSED
2 DOLLAR GENERAL
’ SLAB ON GRADE
F.F. = 834.75
9,100 SFT

HEA

EX AND PROPOSED
EMERGENCY
OVERFLOW AFTER 1’
FREEBOARD

—CUT WYE INTO
/ EXISTING 8" SEWER
" LE. 821.53

22'LF OF 6" SCH 40 SANITARY
SEWER LEAD @ 2.25% MIN.
SLOPE. COORDINATE WITH
MECHANICAL PLANS.

=0f DOWNSPOUTS TO HEADER

R

—/CONNEG]
.~/ PIPES/AS SHOWN '(TYP). INSTALL
4 PIE AT .5% MIN GRADE

BENCHMARKS

BM # 1 ELEVATION = 833.80
CORNER OF CONCRETE

11. IF_ANY ERRORS, DISCREPANCIES, OR OMISSIONS BECOME APPARENT, THESE SHALL BE BROUGHT TO THE SXNI#TA%\'Y R"a-EVA"ON = 833.52
ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION OF ANYTHING AFFECTED SO THAT CLARIFICATION OR
REDESIGN MAY OCCUR. | - BM # 3  ELEVATION = 837.62

GRADING - SESC NOTES

1.

MATCH EXISTING GRADES AROUND PERIMETER WITH SLOPES AS SHOWN.

COQRDINATE METER
L ON WITH
RO :

S OR ROW
STORMTECH 740

ARROW ON FIRE HYDRANT

06-29-12
7-R7zle

Drft: ——— QA/QC: 07/02/12 \

ISSUED FOR/REVISIONS:

SITE PLAN SUBMITAL

Job No.: 12—-003T P.M.:TAS
2 SITE PLAN RESUBMITTAL

1

GRADING - UTILITY PLAN

DOLLAR GENERAL - GROVE CITY, OH

CAPITAL GROWTH - BUCHALTER

COPYRIGHT © of Hurley & Stewart, LLC

2. ALL SPOT ELEVATIONS ARE TOP OF PAVEMENT GRADES AT EDGE OF METAL (EOM) UNLESS OTHERWISE NOTED.
3. ALL SOIL EROSION CONTROL MEASURES SHALL BE IN PLACE PRIOR TO MASS GRADING. J—
) W\“' 0 F 1[({
4. ALL EXCAVATION AND SITE PREPARATION SHALL BE IN ACCORDANCE WITH THE GEOTECHNICAL ENGINEERING §"I§,’\*:‘(€*‘>:f%
REPORT, TERRACON PROJECT NO. N4125080 ISSUED JUNE 7, 2012. A £, FTiMoTHY o
ALL EXISTING ELEVATIONS ARE TO BE VERIFIED AND ACCEPTED AS SHOWN PRIOR TO COMMENCEMENT OF WORK. / y 7NN \S\\, Bl
. W{,,,w' 7 e x\\\\ S, \ o . .é' “;, l
6. CONTRACTOR SHALL TAKE PRECAUTIONS TO AVOID TRACKING SOIL ONTO ADJACENT ROADWAYS. SCRAPE ROAD T 7 STORMTECH. 7MQ N, RS AT RS
AT THE END OF EACH WORKDAY AND SWEEP AT LEAST ONCE A WEEK. J CHAMBERS. > " dONAL B (o
el 57 Y gy
7. ANY DISTURBED AREA THAT WILL BE LEFT UNWORKED 5 DAYS OR LONGER MUST BE SEEDED AND MULCHED OR ~/ / UNDER THE SUPERVISON or 1
SODDED TO ESTABLISH VEGETATION FOR TEMPORARY STABILIZATION. BASINS TO BE SEEDED AND MULCH / TMOTHY ALLEN STEWART. p. |
BLANKETS APPLIED IMMEDIATELY TO PROVIDE A STABLE BASE AND AVOID EXCESSIVE EROSION. / CONNECT T0 EX GAS. | o cense g7siss |
/ OORDINATE WITH WITH at
8. STRAW MULCH BLANKETS SHALL BE USED ON 3:1 SLOPES OR GREATER. ALL SLOPES ON SITE SHALL BE 4:1 OR : UTILITY COMPANY 3
LESS, UNLESS OTHERWISE DIRECTED BY ENGINEER. | AR‘(
9. ROAD RIGHTS—OF-WAY MUST BE STABILIZED WITH SEED AND MULCH WITHIN 5 DAYS OF COMPLETING U EXSTING & ' M N =
WORK IN THE RIGHT—-OF—WAY. G UnLTY EXISTING 8" SEWER RE\—\ \ XR\)CX\ON N =
LE. 820.78 P ¥ OR CONS OHIO ; o, i _6,
10. AREAS OF EARTH CHANGE THAT ARE DISTURBED BEYOND THE FALL SEEDING DEADLINE (NOV. 1) MUST BE D - v .9
TEMPORARILY STABILIZED WITH A MINIMUM OF STRAW MULCH SECURELY CRIMPED TO -THE GROUt?lD. NO‘ Utilities p”%%%‘i}g% g £
1. ACCUMULATED SEDIMENT TO BE REMOVED FROM STORM SYSTEM UPON COMPLETION OF CONSTRUCTION. ALL Call Beore You Dig
TEMPORARY CONTROLS TO BE REMOVED AFTER SITE IS STABILIZED AND VEGETATION ESTABLISHED. 1.800.362.2764 07/02/12

108 LF OF 6" SCH 40
SANITARY SEWER LEAD @ 2.5%

Sheet

C-3

S'E:% \L/JJILI;I_'I';:g Ai, SHOWN ARE APPROXIMATE LOCATIONS

D M ACTUAL MEASUREMENTS AND AVAILABLE

MIN. SLOPE. COORDINATE WITH RECORDS. THEY SHOULD NOT BE INTERPRETED TO BE

N\ MECHANICAL PLANS. EXACT LOCATION NOR SHOULD IT BE ASSUMED THAT THEY
N ARE THE ONLY UTILITIES IN THE AREA.

FIELD WORK PERFORMED BY:
LANDTECH PROFESSIONAL SURVEYING
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g

Pl .

- 7~ SLOPE CONCRETE
AWAY FROM BUILDING
1/8" PER FOOT

1:10 MAX

é‘i’&
SSSTaS _BOLLARD
s WITH H.C.

6" CURB
HEIGHT

STANDARD
PARKING SPACE
STRIPING

~ PARKING SIGN

4" CURB

HEIGHT

é‘
&

4" CURB
HEIGHT

GENTLY WARP THE PARKING
LOT (AS NEEDED) UP TO THE
ACCESSIBLE RAMP. MAINTAIN A
4" CURB HEIGHT TO THE
IMMEDIATE LEFT AND RIGHT
SIDE OF THE ACCESSIBLE RAMP.

HANDICAP PARKING, ACCESS
RAMP AND ACCESS AISLE DETAILS

N.T.S. (CANOPY OMITTED FOR CLARITY)

2'~-0”

CONTINUOUS

"E2" CURB DETAIL

NOT TO SCALE

- 7°-0" (MIN.)

_—STANDARD STATE APPROVED
@ HANDICAPPED SIGNAGE INSTALLED

| ON METAL COLUMN AT THE
PROPER HEIGHT REQUIRED.

BELOW THE HANDICAPPED SIGN AS
REQUIRED PER REGULATIONS.

\ % i PROVIDE ADDITIONAL SIGNAGE
I

\BOLT SINGS TO GALVANIZED
METAL PIPE COLUMN ,

6" DIAMETER CONCRETE FILLED
STEEL BOLLARD, PAINTED YELLOW

CONCRETE SURROUND
/ AROUND PIPE COLUMN

=y

1’_6. '

MIN.

HANDICAP PARKING SIGN DETAIL

SIDEWALK THICKNESS: 4" TYPICAL
6" THRU DRIVES AND AT GUTTER

DOWNSPOUTS 7

| _1/4” PER FOOT —— SEE PAV'T

CROSS SECTION

W6 — 6" X 6” W.W.F.

4" SAND SUBBASE
UNDER ENTIRE AREA

INTEGRAL SIDEWALK/CURB

NOT TO SCALE

NOT TO SCALE

CAP CONC. COLLAR-O.D. PIPE
/ / PLUS 12"X8" MIN. DEPTH

LONG 45° ELBOW

[ pe—p——

=N
|
|
|
i
~ g ~

SANITARY CLEANOUT DETAIL

NOT TO SCALE

H.C./SHOPPING

CART RAMP TO BE
CENTERED ABOUT
THE FRONT DOOR.

NOTE:

ALL HANDICAPPED RAMP AND ACCESS
AISLES SHALL MEET ALL CODES AND
ADAAG REGULATIONS.

; il g

9'-0"

%‘/\Als
,L SIDEWALK :
COLORED TOOLED/SERRATED SLIP

RESISTANT SURFACING AND/OR TACTILE

WARNING DEVICE AS REQUIRED BY

AMERICANS WITH DISABILITIES ACT
ACCESSIBILITY GUIDELINES AND CODE
REQUIREMENTS

1:10 MAX. SLOPE
PAINTED YELLOW

BOLLARD WITH
HANDICAP
PARKING SIGN, ]

AS REQUIRED.

BOLLARD

PAINTED YELLOW -

4" STRIPES @ 24" 0.C. AT
45 DEGREES. PAINT
COLOR TO BE PER THE

AUTHORITY HAVING JURISDICTION.— |

4” PARKING SPACE y
STRIPE. PAINT COLOR
TO BE PER THE
AUTHORITY HAVING JURISDICTION.

o] | ™—1:10 MAX. SLOPE
! PAINTED YELLOW

N\—BOLLARD WITH
HANDICAP PARKING
SIGN, AS REQUIRED

20'-0"

STANDARD HANDICAP
PARKING SYMBOL
PAINTED ON PAVEMENT.
PAINT COLOR TO BE PER
THE AUTHORITY HAVING

JURISDICTION. (TYP.)

HANDICAP PARKING DETAIL

NOT TO SCALE

fax 269.552.4961

Kalamazoo, michigan 49009
hurley & stewart www.hurleystewart.com

hurley & stewart, llc
2800 south 11th street

269.552.4960

06-29-12
Y-evzle

COPYRIGHT © of Hurley & Stewart, LLC
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PAVEMENT NOTES:
1. THE SUBGRADE MATERIALS SHALL BE PROOF ROLLED AND/OR SCARIFIED AND COMPACTED PRIOR TO PLACEMENT

OF BASE MATERIAL. WHERE EXISTING SUBGRADE MATERIALS ARE UNSUITABLE, THEY SHALL BE REMOVED AND
REPLACED WITH COMPACTED SELECT MATERIAL IN ACCORDANCE WITH GEOTECHNICAL RECOMMENDATIONS.

2. HEAVY DUTY CONCRETE PAVEMENT AND STANDARD DUTY CONCRETE PAVEMENT (AS RECOMMENDED BY THE
GEOTECHNICAL REPORT OR DOLLAR GENERAL MINIMUMS) SHALL BE STEEL REINFORCED. REINFORCEMENT TYPE
SHALL BE PRIOR APPROVED BY DOLLAR GENERAL.

3. CONCRETE PAVEMENT PLAN SHALL BE PROVIDED TO DOLLAR GENERAL FOR PRIOR APPROVAL. ALL JOINTS MUST BE
SEALED WITH AN APPROVED SEALANT. STEEL REINFORCING SHALL BE USED AT JOINTS. REFER TO ACI 330R (GUIDE
FOR DESIGN AND CONSTRUCTION OF CONCRETE PARKING LOTS) FOR JOINT DESIGN AND LAYOUT.

fax 269.552.4961

Kalamazoo, michigan 49009
hljrleyw & stewart www. hurleystewart.com

2800 south 11th street
269.552.4960

hurley & stewart, llc

FASTEN TOPS OF
FENCE POSTS AT

1.5 ASPHALT WEARING COURSE |
, JOINTS l , FENCE POST DRIVEN
SPACING 6° MAX——1 INTO" GROUND 5’ MIN.

NANANANANANANRND GAN , | -,

...

— T @ O T O T W BT B o ST L B o B o @ o rs
XA '*':*-ﬁfé‘:qr SO PO -0-P-0-0-0-1
LB Ol Ol B Ll @ L DL Bl O L ST
800 00800088001
«“{ér&r@r@r{ﬁ&m&r&?&%r-?@r«i-?érﬁrq&tg.v%

P@oP-P-0-0-0-90-9-0-6-0-0-9-1

Y XY X 2.5"ASPHALT BINDER COURSE

Sl Rl -

8" COMPACTED AGGREGATE BASE

GEOTEXTILE FILTER
FABRIC

LN - i
. ' /L 1 [ 6" ANCHOR TRENCH ||| 4 7/
COMPACTED SUB GRADE Wake I T TN ———— X —=
SUPPORT FENCE
STANDARD DUTY ASPHALT DETAIL |
NOT TO SCALE FRONT VIEW
| - NOT TO SCALE
a2
GEOTEXTILE FILTER FABRIC N %E fi
, " ASPHALT WEARING COU , X
N BN NN \%/2 | RSE FASTENED ON UPHILL SIDE < Joﬁ EE
TOWARD EARTH DISRUPTION ST Q
PN reeopemtireomeeatioperipemtarerinmret e 3" ASPHALT BINDER COURSE RIDGE OF COMPACTED EARTH SILT FENCE B O g -
e e e » =4 | >
el w@ly ady .~ ol ol e el .adh efl).odl o ON UPHILL SIDE OF FILTER — —— "
AL AL AL A VEGETATON. |}/ PhBRic 1 3| L E
bl el A iAol el gneet POV g R
(AL IIALL A IALA AT A] — e e |«
SRS AS SN H A K] 8 COMPACTED AGGREGATE BASE s SILT FENCE A FABRIC To BE ElEl 1o >
1 M, [ E
1 \—6"x6" ANCHOR TRENCH gfgg ?OQPOUND % =l =
COMPACTED SUB GRADE : | = [ S
a3 5,
| SECTION JOINT DETAIL ZEEE | |o
HEAVY DUTY ASPHALT DETAIL NOT T0 SCALE - | NOT T0 SCALE = .
NOT TO SCALE NOT TO SCALE gl (7= <
SILT FENCE DETAILS 7| 15IE L |E
« Al o
5| Imlml 1]
SREIEE
i _ | —REINFORCED AS RECOMMENDED sl 77
P B S BY GEOTECHNICAL CONSULTANT < &
X NP ENGOAIT. (RE: NOTE 2 ABOVE)
v IS - -2 N .
‘s ‘\-’\q‘d’\ \_‘ 4<\-~; \\A‘ > \q, - : - -‘
?ﬁgh@;@@?g@;&ggng@gy 7 3,000 PSI REINFORCED CONCRETE
S S A S A TS T o) 6” COMPACTED AGGREGATE BASE
PE0S056505050505050505050505(
COMPACTED SUB GRADE g
= W
HEAVY DUTY CONCRETE DETAIL =
NOT TO SCALE 6 -<‘
LEGEND 0 8
——@20——— PROPOSED CONTOUR HIGHLIGHTED ~ _720—— - —— EXISTING CONTOUR HIGHLIGHTED () o |
PROPOSED CONTOUR NORMAL G e EXISTING CONTOUR NORMAL - G
—8A— ——— PROPOSED SANITARY SEWER —sa— ——— EXISTING SANITARY SEWER E 1 L
—8T— — ——— PROPOSED STORM SEWER —ST— — ———  EXISTING STORM SEWER = E
. ————— PROPOSED CATV = === EXISTING CATV EA ' ‘ EA il
—Of— — — — — PROP ELEC (OVERHEAD) —OE— — — — — EXIST ELEC (OVERHEAD) UNDER PAVED AR NOT UNDER PAVED AR 0 E o
—v— — —— — PROP ELEC (UNDERGROUND) —U— — — — — EXIST ELEC (UNDERGROUND) T o
—f————— PROPOSED FIBEROPTICS e — EXISTING FIBEROPTICS FINISHED GRADE. SEE Z
—————— PROPOSED GAS LINE —— o — EXISTING GAS LINE /SPEC'F'CA“ONS FOR TREATMENT T O
—_————— PROPOSED TELEPHONE LINE —_————— EXISTING TELEPHONE LINE NN I SRR R 2 _|
—W—— —— — PROPOSED WATER MAIN —W—— —— —  EXISTING WATER MAIN - Y I L - G <
Y Y ’ i N7 s SUITABLE MATERIAL s S s I
Y'Y Y'Y\, PROPOSED TREELINE EXISTING TREELINE BITUMINOUS PAVEMENT AND O’ 77777AS DETERMINED BY:.<:::: % 1n t
X PROPOSED FENCE x EXISTING FENCE BASE COURSE. SEE DETAIL FOR: NI 4 < ENGINEER . oiiirsin 0
@ CURB CATCH BASIN GAS METER THICKNESSES. W o i <
SQUARE CATCH BASIN ® TELEPHONE MANHOLE NG i
= Q ALL TRENCH SLOPES TO COMPLY SRR o~ o
® ROUND CATCH BASIN b TELEPHONE PEDESTAL WITH APPLICABLE STATE AND Gy I o
O MANHOLE STORM - TELEPHONE POLE FEDERAL REGULATIONS. TRENCH BACKEING <+ s irriiss 0
'?_6 SirAlralr
® MANHOLE SANITARY 869 i PROPOSED SPOT GRADE UTILTY PIPE PER PLAN | I
o SANITARY CLEANOUT o607 EXISTING SPOT GRADE |
& FIRE HYDRANT BENCH MARK
® WATER VALVE . POST/BOLLARD PIIZE BEDDING. 4" BELOW AND N
b WATER VALVE IN VAULT - SIGN 12" ABOVE PIPE. =
WATER METER MAILBOX NOTE: ;
> WATER REDUCER SEE SPECIFICATIONS AND GEOTECHNICAL 5
EDU @ SOIL BORING REPORT FOR MATERIALS REQUIRED AND <
3t LIGHT POLE ® MONITOR WELL AVAILABLE FOR THIS PROJECT.
o POWER POLE
NOTE:  ALL SYMBOLS IN THIS LEGEND ARE 07/02/12
- GUY WIRE SHOWN AS EXISTING. PROPOSED SYMBOLS WILL Sheet
© ELECTRIC MANHOLE USE THE CORRESPONDING SYMBOL WITH A TRENCH DETAILS
ELECTRIC METER ' | NO SCALE C — 5
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DRAWING LOCATION: H:

i
©
ACCEPTABLE FILL MATERIALS: STORMTECH SC-740 CHAMBER SYSTEMS o %3.
- = o N
- : AASHTO M43 EQUIREMENT (= XYe)
12" OVERFLOW §lssgg N , 1 ALL DESIGN SPECIFICATIONS FOR STORMTECH SC-740 CHAMBERS SHALL BE IN MATERIAL LOCATION DESCRIPTION DeSIGNATION: | COMPACTIONDENSITY REQUIRE L0
TOP 836. " 2 ) ; : - o))
- AN & g CASTING AS_SPECIFIED. FINISHED GRADE AGCORDANGE WITH THE STORMTECH DESIGN MANTIEL S BC R T e, STGBI TEAL FEPRTON L2 .8 E
12 X1 2 TEE W|'|"|-| 12 . FLEXIBLE PAVEMENT OR UNPAVED FINISH GRADE | FOR PAVEMENT SUBGRADE REQUIREMENTS. NiA REQUIREMENTS. —_— =) o)
\ SET |N MORTAR. SLOPE TOWARD CB ABOVE. NOTE THAT PAVEMENT SUBBASE MAY BE — ~ (ﬂ N O
PLUG. CUT 3.25"¢ » ) . \ 2. THE INSTALLATION OF STORMTECH SC-740 CHAMBERS SHALL BE IN ACCORDANCE PART OF THIS LAYER. "r‘n’ ap -5
HOLE IN BOTTOM OF 1A WITH THE LATEST STORMTECH INSTALLATION INSTRUCTIONS ® L MATERIAL FOR LAYER 'C STARTS FROM THE | GRANULAR WELL-GRADED SOIL/AGGREGATE SEGIN COMPACTION AFTER 12" [305 mm] OF MATERIAL OVER s E g St
- FOP OF THE EMBEDMENT STONE (B LAYER) TO | MIXTURES, < 35% FINES. MOST PAVEMENT sus- | 3+ 3574, 467.5, 56,57, | THE CHAMBERS IS REACHED. COMPACT ADDITIONAL - o u— ©
PLUG FOR 18" [457 mm] ABOVE THE TOP OF THE CHAMBER. | BASE MATERIALS CAN BE USED IN LIEU OF 6,67, 68, 71’07 8,8,89,9, | | AYERS IN 6" [152 mm] LIFTS TO A MIN. 95% STANDARD ] 9 =
SLOW-RELEASE - 24” 3. THE CONTRACTOR IS ADVISED TO REVIEW AND UNDERSTAND THE INSTALLATION s v CUBBASENAVERAPARY ) THELATER PROCTOR DENSITY. ROLLER GROSS VEHICLE WEIGHY NoT ==E o
RN I - INSTRUCTIONS PRIOR TO BEGINNING SYSTEM INSTALLTION. CALL 1-888-892-2694 . EXCEED 20000 bs B9 1Y 3 8 7
™\ q CONCRETE RINGS ﬁg}/ﬁmeg;gS:gE)ﬂQCOM TO RECIEVE A COPY OF THE LATEST STORMTECH ?Eﬁjggg?&)ﬁéﬁ%iﬁﬁg@g@m A, RS e T s 357 aon,s, | O COMPACTION REQUIRED. e: g 8“ % E
e’ (A ‘¢’ 3 BETWEEN 3/4 - 2 INCH [19 - 51 mm} 56, 57
INLET PIPE (1 2 MAX) PLASTER FOUNDATION STONE BELOW CHAMBERS FROM CLEAN, CRUSHED, ANGULAR STONE, PLATE COMPACT 05 ROLL TO ACHIEVE A 95% STANDARD B [} < o)
» | SEE PLANS SIDE A uT . 4. CHAMBERS SHALL MEET THE DESIGN REQUIREMENTS AND LOAD FACTORS ® e svesruoz o e FooT (oTioM O | JMMALSEE BT o S s | FrocTeRETe o Bwv~<
12" OUTLET PIPE INSIDE AND O a Lo B0
W N\ PRECAST ECCENTRIC CONE SPECIFIED IN SECTION 12.12 OF THE LATEST EDITION OF THE AASHTO LRFD BRIDGE v ' “5 8 = % E
. . E :
R X o s, — [ USE FL AT TOP F'OR Low DES|GN SPECIFICATIONS TL'II'EI'I:ES ngggg AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 "q (aV] M a
: o 828 90 \ . . ; DEPTH o F C O VER STONE WOULD STATE: “CLEAN, CRUSHED, ANGULAR NO. 4 (AASHTO M43) STONE". ‘
g . 4 o \- 828 90 ‘4 ., ¢ ) fo%i?%#;i?gaﬁ;?/v T-'REC'J\IC;L%'IE'EST’I\‘NDG é@(;\lsplzg#[égENngY MEASUREMENTS ON OPEN GRADED STONE, STORMTECH COMPACTION REQUIREMENTS ARE MET FOR ‘A’ t
7] A | . a b Al IN 9" [229 mm] (MAX) LIFTS USING TWO FULL COVERAGES WITH AN APPROPRIATE COMPACTOR.
A - - qa ‘ - MANHOLE STEPS -I . m
4 <. .
~N : <, _
] \ '\_J e 3
- AL - "IN ASTM C-443 GASKETED 0
L DIA. AS REQUIRED ¢ JOINTS, TYP. ?
o < SC-740 CHAMBER
| R o [ CONCRETE MANHOLE PRECAST : CHAMBERS SHALL MEET ASTIF 2416-09 e oicieD N THE AASHTO LRFD BRIDGE DESIGN 0
= ¥ watll il B - SECTION PER ASTM C-478. POLYPROP,‘?’EQ,\TE ?;,[; 32‘;‘;5‘6" ,(‘Jggﬁ‘,{,&'ﬁ ‘ SPECIFICATIONS SECTION 12.12 FOR EARTH AND LIVE LOADS, WITH >\
TR T : Loyl Liis - INVERT : SIZE PER PLAN. BASE SECTION ) STORMWATER COLLECTION CHAMBERS" CONSIDERATION FOR IMPACT AND MULTIPLE VEHICLE PRESENGE. QO
OUTLET CONTROL STRUCTURE F / EEvATons || | TO HAVE INTEGRAL FLOOR | 2 e w2 g T
' L Sﬁ I':PAﬁgTED ¥ K ' ' CLEAN, CRUSHED, GRANULAR WELL GRADED SOIL/AGGREGATE -
NO SCALE INLET PIPE - . A ANGULAR STONE MIXTURES, <35% FINES. COMPACT IN 6" LIFTS TO c
’ OUTLET PIPE . - 95% PROCTOR DENSITY. SEE THE TABLE OF
IF REQUIRED L_ 51 ___| AASHTO M288 CLASS 2 ACCEPTABLE FILL MATERIALS '
e [1295 mm] v NON-WOVEN GEOTEXTILE
M al 1 - :
' - 3 _ T\— KOR—N—SEAL GASKET, ACCEPTS 4" [100 mm] SCH 40 PVC : PAVEMENT
n 4 OR EQUAL (TYP) PIPE FOR INSPECTION PORT | N
/CAP CONC. COLLAR-0.D. PIPE x = o . : . : l—'llﬁl A 6" [1IV?I2 mm] 18" 24 395:11"1] ~ N
PLUS 12"X8" MIN. DEPTH p Y ppEpEprpgngl N (457 mm] 0 Ax 2 o
. e — MIN. . I~ (=}
} . @]
= x T, r t 2 3
UYUUNUUNULGUL 1 | ;
30" <4 ey
. X,
LONG 45° ELBOW OVERLAP NEXT CHAMBER HERE (762 mm] = E
(OVER SMALL CORRUGATION) | | o3 3
90.7" [2304 mm] ACTUAL ———I ?‘d:;DDT&Vg'I“ON > l__ TETES 6" [152 mm] MIN. : g Z;
; ..l;m
SC-740 ENDCAP = ‘FI?F%L‘"'= 1= o
CATCH BASIN DET. AlL NOMINAL CHAMBER SPECIFICATIONS === = =11 =
SIZE (W x H x INSTALLED LENGTH) 51.0" x 30.0" x 85.4" [1295 mm x 762 mm x 2169 mm] DESIGN ENGINEER RESPONSIBLE FOR | > 5
. ' " " m
CHAMBER STORAGE 45.9 CUBIC FEET [1.30 m7] S URING THE REQUIRED BEARING 6" [152 mm] MIN. —— 51" [1295 mm] 12" [306 mm] MIN. 48| |2 E
NO SCALE MINIMUM INSTALLED STORAGE 74.9 CUBIC FEET [2.12 m?] - CAPACITY OF SUBGRADE SOILS' =l I 3
WEIGHT 75 Ibs. [33.6 kg] S|8I=l5
WYE S ©
STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B" e 4 ‘;:‘,; é’ ==
STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T" g - E %é-
- . =
N =) PART# STUB A B c & |2 F 2
SC740EPEQ6T 6" [150 mm] ©10.90" [277 mm] | 18.50" [470 mm] N/A . el ©
2 SC740EPE06B 6" [150 mm] 10.90" [277 mm] N/A 0.50" [13 mm] é ol
: SC740EPE08T | 8"[200 mm] 12.20" [310 mm] | 16.50" [419 mm] N/A INSPECTION PORT BY _ GO BN R Lo EXTLE Oa EQUAL o] 1”
: 0“ ? SC740EPE08B | 8"[200 mm] 12.20" [310 mm] N/A 0.60" [15 mm] _ DESIGN ENGINEER SC-740: 8' [2.4 m] WIDE STRIP 2 e
"SANITARY CLEANOUT DETAIL , | N SCT40EPE10T | 10" [250 mm] | 13.40" [340 mm] | 14.50" [368 mm] N/A « Y/
; - SC740EPE10B | 10" [250 mm] 13.40" [340 mm] N/A 0.70" [18 mm] ) T | ZZZZEZ7 7777778 777777777777 f
NO SCALE ' SCT740EPE12T | 12"[300 mm] 14.70" [373 mm] | 12.50"[318 mm] N/A ] el e
SC740EPE12B | 12"[300mm] | 14.70"[373 mm] N/A 1.20" [30 mm] 1 S |- '
SC740EPE15T | 15" [375 mm] 18.40" [467 mm] | 9.00" [229 mm] N/A - OR ; q
SC740EPE15B | 15" [375 mm] 18.40"[467 mm] | ~ N/A 1.30" [33 mm] ' }| MANHOLE =
SC740EPE18T | 18" [450 mm] 19.70" [500 mm] [ 5.00" [127 mm] N/A ~ SeEnigzinly THHEEE N
SCT40EPE18B_| 18" [450 mm] 19.70" [500 mm] N/A 1.60" [41 mm] § ARV yv§' (¥
"SC740EPE24B | 24" [600 mm] | 18.50" [470 mm N/A 0.10" [3 mm] - g "uas‘,g'h\' ‘ ‘ ‘ ‘ ' ‘ ‘ ‘ L‘;i‘éi’%,g!ih T
NOTE: ALL DIMENSIONS ARE NOMINAL y — W )RR TR BRI
- ' ‘ ALL STUBS, EXCEPT FOR THE SC740EPE24B ARE PLACED AT BOTTOM ‘-— A— A— SUMPDEPTH [ i o
_ OF END CAP SUCH THAT THE OUTSIDE DIAMETER OF THE STUB IS TBD BY = ] = \_ _ m
BED 1/ONLY . FLUSH WITH THE BOTTOM OF THE END CAP. FOR ADDITIONAL DESIGNENGINEER | L SC-740 ENDCAP -
v - INFORMATION CONTACT STORMTECH AT 1-888-892-2694. 15 ‘ [‘ e o , Iu
BED 2 TB8D *FOR THE SC740EPE24B THE 24" [600 mm] STUB LIES BELOW THE L 2 LAYERS OF AASHTO M288 CLASS 1 WOVEN GEOTEXTILE P
BOTTOM OF THE END CAP APPROXIMATELY 1.75" [44 mm)]. BACKEFILL B ) : 24" (600 mm) HDPE ACCESS PIPE REQUIRED. OR EQUAL, BETWEEN FOUNDATION STONE AND CHAMBERS
MATERIAL SHOULD BE REMOVED FROM BELOW THE N-12 STUB SO c USE FACTORY PRE-FABRICATED END CAPS. SC-740: 56" [1.7 m] WIDE STRIP — |
BED 3 TBD THAT THE FITTING SITS LEVEL. 0 <
BED 4 TBD m I
BED 5 TBD > 0
N\gggmn ;2[ 3[38(311 n.:?]s .gtl,gi fi&fg 4" [100 mm] SCHED 40 SCREW-IN CAP 4" [100 men] SCHED 40 PVC E m
—B —A F]MINIMUM UNPAVED FINISH GRADE ' : COVER AND FRAME (SEE NYLOPLAST GONCRETE COLLAR 4" [100 mm] SCHED 40 m i
MAXIMUM FINISH GRADE WITH VEHICLE TRAFFIC . DWGH# 7003-110-044 FOR PAVED PAVEMENT Ve COUr;LING 0
: - TOP OF PAVEMENT / UNPAVED 24" [600 mm] @ ACCESS PIPE REQUIRED f ﬁ mnn f '\1 » APPLICATIONS | SEE DWGH 1005, 110,045 ’ J
:}L i M ‘l “\ | W ““ i " ”\ il “ m lﬁ Il il | It "\V"ﬁ“”‘"f mﬁpw l U STORMTECH ISOLATOR™ ROW il 1 mﬂn (203 oo { s o ! I
[RGB MMNM‘J \U HHIN MINIMUM PAVED FINISH GRADE [E] MINIMUM UNPAVED FINISH GRADE / K K / lUUU NOTES: <
R OB BASE OF FLEXIBLE PAVEMENT / TOP OF WITHOUT VEHICLE TRAFFIC : | 1.INSPECTION PORT MUST BE CONNECTED P J
REINFORCED CONCRETE PAVEMENT / CROWN MATCHING INVERT MATCHING SIZE ON SIZE MANIFOLD THROUGH KNOCK-OUT LOCATED AT CENTER '
. Ny ECCENTRIC MANIFOLD ECCENTRIC MANIFOLD . SECTIONAA $C-740 CHAMBER M EDULE 40 FITTINGS TO BE SOLVENT m
STRUCTURE WITH ) SECTIONA_A SECTIONA_A CEMENTED. CORE 4.5" [114 mm] @
OVERFLOW WEIR 1. ;
B | * ) , . (48" [1200 mm] MIN. & // / A= A——r fﬁﬁ'gfé”si“\"ﬁféo«o> Q o
- « ‘ WITH 24" [610 mm] === < ’ 2 CLEAN caéﬁéﬁ'e'facfnfé%m‘g&"g
3 " ¥ SUMP RECOMMENDED = m m
) 5 , FOR ACCES _ % ; L L
TOP OF WEIR [H—~_} | — . i Z 0
N D|TOP OF STONE . | | 1 | i AASHTO M288 CLASS 2 NON-WOVEN —/ ' CONNECTION DETAIL m
C] TOP OF CHAMBER _ / rmm—’ L]“UUUL“I‘ GEOTEXTILE » - J
1.: OVERFLOW MANIFOLD I % : iy . S A e 7 0 <
E 2% STORMTECH SINGLE TEE STORMTECH DOUBLE MANIFOLD ) 197 b A
i & ; ' MANUFACTURED BY ADS MANUFACTURED BY ADS I h
B] BASE OF CHAMBER 555 . _—
" A] BASE OF STONE 3 A~—
INVERT TO [ % Z7 - 2 f——] g 2 BED PERIMETER S m
1 % : & 2 = = = =3 STORMTECH CHAMBER
ISOLATOR oW AASHTO M288 CLASS 1 : ; ‘ /_ <
[ “ e s WOVEN GEOTEXTILE 5 . J
RN SECTION A-A " OVER FOUNDATION : | DUAL WALL PERFORATED FOUNDATION STONE 0
STONE FOR SCOUR HDPE UNDERDRAIN PIPE
PROTECTION AT ALL s % : UUL“L JUUUUU JUU“U[ JL % BENEATH CHAMBER o
CHAMBER INLET ROWS aate { L STONE Bﬁgﬁiﬂﬁé’g Eﬂ; AASHTO M288 CLASS 2 n
K ' ] A= NON-WOVEN GEOTEXTILE
002 STORMTECH TRIPLE MANIFOLD TO OUTLET
200 MANUFACTURED BY ADS S& SECTIONA-A
. X % CONTROL v
2 . T13 STRUCTURE
merwaron B ‘ m o = ' e I e e e e = :
sTUB AN MANIFOLD STUB Cl ESN N NP - NUMBER AND SIZE OF
IR T . S A AL VAL v ——— o | UNoERDRANS PR .
” [ - - - -~ |AVAIL[AVAIL [AVAIL|AVAILTAVAIL] - [¢}]
AL ILTETELIITES INLET MANIFOLD : [N] OUTLET MANIFOLD 8" - - - | AVAIL [ AVAIL] AVAIL] AVAIL | AVAIL | AVAIL X STORMTECH END CAP e
Sy TRUNK . , TRUNK | 1 TAvALTAVAL[AVAL[AVALT AVALL] AVALLTAVAL] = .
NARINRARY, / STORMTECH AVAIL - STANDARD HEADERS AVAILABLE +
il i I } kbbb ! - O
“ W“M]M”lm o 621 . | CHAMBERS ADS 1-800-821-6710 omoaronsrone L DUAL VAL PERFOATED 9 2,
LU . 125 MANIFOLDS ARE DESIGNED TO BE COUPLED TO STORMTECH PREFABRICATED BENEATH CHAMBER 'm g n‘:
INLET MANIFOLD m OUTLET MANIFOLD f— . | END CAPS. WHEN USING STANDARD END CAPS, CORRUGATED PIPE UP TO 18
[3.81m] INCHES CAN BE INSERTED DIRECTLY INTO THE END CAP. FOR 24" INLET PIPES, A
UNDERDRUAI\:SEIES\E)ER;:% TRUNK INVERT _/ \ / TRUNK INVERT m CORRUGATED TO SMOOTH PIPE ADAPTER IS REQUIRED. z Nomvsgcgb?ﬁég%(;&?ﬁ.é SII%EER BDEEA?J,:%E PIPE 07 / 0 2 /1 2
INLET MANIFOLD OUTLET MANIFOLD
STUB INVERT STUB INVERT SECTIONB-B
SECTION B-B SECTION C-C Sheet
SECTION D-D —
' . : A
C-6
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Luminaire Schedule 2
Sbol—— TG S Besaion T ITF 2
wet | g MEFID-WP-400MH 400W WWall Pack INGLE 41000 | 0.940 8
PLL1 3 MEHID-PLL-400MH SBL A00W Parking Lot Lighting w. SBL SINGLE A0000 | 0.940 Y3 g
cs | 1 |7 Canopy Stips Strip ' SINGLE_ 2800 | 0.940 =58x8
PLL2 2 MFHID-PLL-150MH 12in 150W Parking Lot Lighting SINGLE 14000 | 0.940 10 20 40 50 Eﬂ R
PLL3 2 - MFHID-PLL-400MH SBL Twin Twin 400W Parking Lot Lighting w. SBL TWIN 40000 | 0.940 | R hal-
" | { inch =20 ft. s Bl
© o 0*8 g{.
RN
“Galculation Summary __ _ 5o £ 2
Label CalcType | Units | Avg Max | Min TS S E
“Parking Lot Lighting CalcPt liuminance Fe | 700 308 |13 2888 E
Site CalcPis lluminance Fc | 0.48 16.5 0.0
T
@
%
| X
BOM Schedule -
Gty %th_er Descriplion oJ
9 MFEHID-WP-400MH A00W Wall Packs B
7 MEHID-PLL-400MH 400W Parking Lot Lighting *"NOTE: DO NOT tilt fixtures up, keep at 0 degree horizontal plane ig
5 HW <HI D-PLL-400MOUNT Single Tenon Mounting Bracket | | 5
7 HW -HID-20POLE4 20' Parking Lot Pole <
7 HW -HID-PLL-SBL16 16" Housing Backlight Shield
2 HW -HID-PLL-MB Twin Tenon Mounting Bracket g
2 MFHID-PLL-150MH 150W Parking Lot Lighting ""*NOTE: DO NOT tilt fixturss up, keep at O degres horizontal plane. IV
. . ST
SREEN
Sl |8
)
Cuminaire Location Summary § § i § E =
Label | Fix. Ht. | Orient | Tilt sl 111 |B
Ganopy Strips |10 g0 10 B |
Canapy Strips |10 80 0 sigh b N
Canopy Strips |10 80 0 & E;;i z i § 3
Canopy Strips |10 a0 0 . 2 L |E
Canopy Strips | 10 80 0 S LT T
Canopy Strips 10 80 0 SIBIZIS 1 |g
| Canopy Strips | 10 Q0 0 a w%ié% |
TFHID-WP-400MH 2 370 |0 R
| MFHID-WP-400MH 12 270 0 gl 1zz | |B
MFHID-WP-400MH 12 270 0 EGSIRRE
WMFHID-PLL-400MH SBL Twin 20 0 0 5| Imlglil ©
MEHID-PLL-400MH SBL 20 o 0 PROPOSED = l@lal ]
[ MFHID-PLL-400MH SBL Twin _| 20 270 0 RETAIL ; Bl 1 el
STL-400MH SBL E 0 SLAB ON GRADE /s S
[ L-400MH SBL 20 180 0 F.F. = 834.75 -2
“MFHID-PLL-150MH 12in [20 90 0 4,550 SFT
TMFHID-WP-400MH 16.5 180 0
[ MFRID-WP-400MH [165 180 0
TMFHID-WP-400MH 12 180 0
| TMFHID-WP-400MH |12 180 0
MEHID-WP-400MH 12 90 0
MEHID-WP-400MH 12 80 0
IMFHID-PLL-150MH 12in 20 a0 0

T N - PROPOSED
/24 : DOLLAR GENERAL
SLAB ON GRADE
F.F. = 834.75
9,100 SFT

LIGHTING PLAN BY:

PHOTOMETRIC PLAN

r e

Harns Lighting

inenyative Eicint Solutions
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<
L
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Harris Lighting

4035 Reynolds Blvd.

Green Cove Springs, FL 32043
PH: 904-284-1220
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OHIO FRES -
Utilities Protection 2
"SERVICE 2
Cull Bcj{w You Dig
1.800.362.2764 07/02/12

ALL UTILITES AS SHOWN ARE APPROXIMATE LOCATIONS Sheet
DERIVED FROM ACTUAL MEASUREMENTS AND AVAILABLE
RECORDS. THEY SHOULD NOT BE INTERPRETED TO BE

EXACT LOCATION NOR SHOULD IT BE ASSUMED THAT THEY -
ARE THE ONLY UTILITIES IN THE AREA.

FIELD WORK PERFORMED BY:
LANDTECH PROFESSIONAL SURVEYING
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DREWING LOT £TION:

Planting Schedule Trees
g ‘ LEGEND:
Symbol Latin Name Common Name Size Container Type Comments
AT ACER TRUNCATUM X PLATANOIDES NORWEGIAN SUNSET MAPLE 2" CAL B&B 5 CLEAR LIMBS m NUMBER AND TYPE OF PLANTS TO BE PROVIDED AND INSTALLED.
KEITHSFORM
Cc CERCIS CANADENSIS EASTERN REDBUD 2" CAL B&B 5 CLEAR LIMBS — 6 STEEL LANDSCAPE EDGING.
Pg PICEA GLAUCA VAR. DENSATA BLACK HILLS SPRUCE 8 HT B&B |
Ps PRUNUS SERRULATA 'AMANOGAWA JAPANESE FLOWERING CHERRY 2” CAL B&B OR CONT.
PROPOSED DECIDUOUS TREE
Planting Schedule Schrubs o
: O PROPOSED SHRUB
Symbol Latin Name Common Name ' Size Container Type Comments v
Aeliyg,
Bs BUXUS X 'GREEN MOUNTAIN’ GREEN MOUNTAIN BOXWOOD 36" HT B&B OR CONT. y\“ "’z’
v ITEA VIRGINICA 'HENRY'S GARNET HENRY’S GARNET SWEETSPIRE 24" HT CONT. = * PROPOSED EVERGREEN TREE
-, R
To THUJA OCCIDENTALIS 'RHEINGOLD’ RHEINGOLD ARBORVITAE 36" HT CONT. "
Vb VIBURNUM X BURKWOODII 'MOHAWK’ MOHAWK VIBURNUM 18" MIN CONT. —IRR— EXTENTS OF IRRIGATION
Vo VIBERNUM OPULUS ‘COMPACTUM’ COMPACT EUROPEAN CRANBERRY 36" HT CONT. \ ®,
LANDSCAPE NOTES: L _ /\ j PLACE ORANGE SNOW FENCE MATERIAL WITH 6’ U
| .-

1. ALL EDGING SHALL BE STANDARD COMMERCIAL-STEEL EDGING ¥¢" X 4", ROLLED EDGE, FABRICATED IN SEC

LOOPS STAMPED FROM OR WELDED TO FACE OF SECTIONS TO RECEIVE STAKES IN STANDARD FINISH OF GREEN PAINT.

2. PROVIDE QUALITY, SIZE, GENUS, SPECIES, AND VARIETY OF EXTERIOR PLANTS INDICATED, COMPLYING WITH
IN ANSI Z60.1 "AMERICAN STANDARD FOR

UNSATISFACTORY GROWTH, EXCEPT FOR DEFE

4. REMOVE AND REPLACE DEAD PLANTS IMMEDIATELY. REPLACE PLAN
CONDITION AT END OF WARRANTY PERIOD. A LIMIT OF ONE REPL

6. PROTECT ADJACENT AND ADJOINING STRUCTURES, UTILITIES, SIDEWALKS, PAVEMENTS, AND PLANTINGS FROM DAMAGE CAUSED BY
NS.

PLANTING OPERATIONS

7. REMOVE STONES LARGER THAN 1” IN ANY DIMENSION AND STICK, ROOTS, RUBBISH, AND OTHER EXTRANEOUS MATTER FROM SITE.
8. MAINTAIN TURF UNTIL A HEALTHY, UNIFORM, CLOSE STAND OF GRASS HAS BEEN ESTABLISHED, FREE OF SURFACE IRREGULARITIES,

NURSERY STOCK.” MEASUR

WITH COVERAGE EXCEEDING 90% OVER ANY 10 SQFT AND BARE SPOTS DO NOT EXCEED 5 BY 5 INCHES.

9. PROVIDE 3" OF HARDWOOD SHREDDED MULCH IN ALL PLANTING BEDS AND AROUND ALL’TREES.
10. LANDSCAPE CONTRACTOR TO PROVIDE AUTOMATIC IRRIGATION TO ALL PLANTING BEDS AND TO EXTENTS SHOWN ON PLAN

1. ALL SERVICE STRUCTURES TO BE SCREENED SEE 1136.08 OF THE LANDSCAPE CODE

ADD MYCORRHIZAL
LANDSCAPE INOCULANT

TO PLANTING HOLE WITH
BACKFILL.

CUT AND REMOVE ALL
WRAPPING INCLUDING
TWINE, BURLAP AND WIRE
CAGES FROM TOP HALF OF
ROOT BALL.

DIG HOLE 2

TIMES THE WIDTH
OF ROOT BALL.

PLANT SHRUB SO TOP OF
ROOT BALL IS LEVEL WITH
EXISTING GRADE. .

3" HARDWOOD MULCH.

LEAVE 3" RING UNMULCHED
AT SHRUB BASE.

\SCARIFY EDGES OF
PLANTING HOLE PRIOR TO
BACKFILLING.

BACKFILL WITH NATIVE SOIL.
USE WATER TO SETTLE OUT
VOIDS IN BACKFILLED SOIL.

PLACE ROOT BALL ON
UNDISTURBED SOIL.

NOT TO SCALE

PRUNE ANY BROKEN OR Q&
CROSSED OVER A\
BRANCHES. DO NOT O\

CUT TERMINAL LEADER.

TIES WITH A BROAD
SMOOTH SURFACE. TIE

AT ONE THIRD FULL N\
HEIGHT OF TREE. REMOVE
AFTER ONE YEAR.

PRUNE SUCKERS AT
ROOT BALL.

ADD MYCORRHIZAL
LANDSCAPE INOCULANT
TO PLANTING HOLE WITH
BACKFILL.

USE FLEXIBLE GUYS AND \

CREATE WATERING DISH
WITH MULCH RING AT
EDGE OF PLANTING HOLE. &

T

3 ~ WOOD OR STEELZATIA
STAKES SIZED =T
APPROPRIATELY To (LIl
STABILIZE TREE. il

=

——|

I

CUT AND REMOVE AL ==
WRAPPING INCLUDING ‘
TWINE, BURLAP AND WIRE
CAGES FROM TOP HALF OF
ROOT BALL.

1
A\ —

---Tmmm&

L [= ”~_~

DIG HOLE 2
TIMES THE WIDTH
OF ROOT BALL.

NOTE:

STAKING OF BALL AND BURLAP
TREES REQUIRED AT THE DISCRETION
OF THE CONTRACTOR. CONTRACTOR
IS RESPONSIBLE FOR REMOVAL OF
ALL STAKING AT END OF ONE YEAR
WARRANTY PERIOD.

REMOVE ANY TAGS,
RIBBONS, OR PACKAGING

—— . FROM TREE BRANCHES

AND TRUNK

PLANT TREE SO TOP OF
ROOT BALL IS LEVEL
WITH EXISTING GRADE.

3" HARDWOOD MULCH,
LEAVE 3" RING

B UNMULCHED AT TREE
............ ~, BASE,
|

L SCARIFY EDGES oF
/FTF—PLANTING HOLE PRioR
4= T0 BACKFILLING,

s 0 BACKFILL WITH NATIVE
ﬁﬁﬁﬁﬁ | SOL. USE WATER To
T SETILE OUT voIDS |N

: BACKFILLED SOIL

PLACE ROOT BALL ON
UNDISTURBED sojL,

DECIDUOUS TREE

NOT TO SCALE

TIONS OF STANDARD LENGTHS, WITH

APPLICABLE REQUIREMENTS
E ACCORDING TO ANSI Z60.1 STANDARDS.

3. WARRANT TREES, AND SHRUBS FOR ONE YEAR FROM DATE OF SUBSTANTIAL COMPLETION AGAINST DEFECTS INCLUDING DEATH AND
CTS RESULTING FROM INCIDENTS THAT ARE BEYOND CONTRACTOR'S CONTROL.

TS THAT ARE MORE THAN 25% DEAD
ACEMENT OF EACH PLANT WILL BE REQUIRED,

OR IN AN UNHEALTHY

CONSTRUCTION PERIOD

4\ \
N
mmummlmmmmm.._; N

; ‘/mfi RN EIIE_L!F

HIEE
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TYPICAL SHRUB

T
<

STAKES AT EXISTING TREES DRIP LINE FOR ENTIRE

DOLLAR GENERAL
SLAB ON GRADE

k4

X 269.552.4961

rt.com

20

1 inch =20 ft

Kalamazoo, michigan 49009

hurley & stewart, llc
2800 south 11th street

269.5562.4960 fa

hurley & stewart WWwhurleystewa

o &
%%\ - fmw“‘/
S
., e
Z foa%T
SR
o S~
Sl |8
§ R O
= N
el 111 | 8
-1
e,
slal L8
-1
g% L E
T
25 B |
@l S8
[8i1g | g
3= |8
< fgigif §
SLoIEE S
S| lglmi |t
PROPOSED =l IGEIE ]
RETAIL | G gﬂgmfmgﬁ
SLAB ON GHADE :
F.F. = 834.75

4,850 SFT

LIMIT OF IRRIGATION

PROPOSED

4" STEEL LANDSCAPE EDGING %
OSED ABOVE GRADE.

F.F. = 834.75
8,100 SFT

TURF GRASS

GENERAL, GROVE CITY OH

LANDSCAPE PLAN

15" STEEL STAKE TO ANCHOR
EDGING AND TIE TOGETHER I
/ EDGING PIECES. INSTALL TOWARD ===
/ LANDSCAPE BED. i

S STEEL LANDSCAPE

G DETA

1 \\

DCOLLAR

3 / NOT To SCALE
Vo A
XX ‘
/ ' o rJ 'Q
p oo oG S s
Utilities Protection & > &
_ | SERVICE 8 & 8

Call Before You Dig
1.800.362.2764

oW 42 ALL UTILITIES AS S5
DERIVED FRon s~o JOWN ARE APPROXIMATE 1 OCiTmre—

Qheaot



| Notes Corresponding to Schedule B W

ALTA / ACSM SURVEY ‘

11. TTTLE TO THAT PORTION OF THE PROPERTY WITHIN THE BOUNDS OF ANY LEGAL ROADS OR HIGHWAYS, DOES NOT AFFECT, PORTION OF PROPERTY IN RIGHT OF WAY HAS BEEN
EXCEPTED .

OUT OF THE PARENT.

@nmmmmwnuswmmmm ' RECORD
COUNTY,

', OHIO, SHOWN HEREON.

UNTO COLUMBUS AND SOUTHERN OHIO ELECTRIC COMPANY, APPEARING OF RECORD IN DEED BOOK 1976, PAGE 545; DEED BOOK 2383, PAGE 244; DEED BOOK
HEREON,

13, EASEMENT GRANTED
@ 2410, PAGE 589 AND DEED BOOK 3110, PAGE 846, RECORDER'S OFFICE, FRANKLIN COUNTY, OHIO, S8HOWN

14. EASEMENT GRANTED
N DEED BOOK 2548, PAGE 50, RECORDER'S OFFICE, FRANKLIN COUNTY, GHIO.

NOT AFFECT P
15. EASEMENTS GRANTED UNTO THE CITY
H-13, RECORDER'S OFFICE, FRANKLIN COUNTY. OHIO, LEGIBLE PORTION OF DOCUMENTS PROVED ARE SHOWN HEREON. HOWEVER SOME

8. EASEMENT GRANTED UNTO THE QHIO BELL TELEPHONE COMPANY,
AFFECTPARENTPML

RECORD N 3132, PAGE 128,

@ 17. EASEMENT GRANTED UNTO STATE GF OHIO, APPEARING OF RECORD IN OFFICIAL RECORDS VOLUME 11825, PAGE G-12, RECORDERS OFFICE, FRANKLIN COUNTY, OHIO. BHOWN
HEREON.

OF LEASE (TOGETHER WITH EASEMENTS) BY AND BETWEEN DAVIS INVESTMENT CO.. LESSOR, AND HOWELL TOWNSHIP DEVELOPMENT CORPORATION, DATED MARCH 2,
DEVELOPMENT

8. MEMORANDUM
1979 FILED NARCH 7, 1979, APPEARING OF RECORD IN LEASE RECORD VOLUME 226, PAGE 325, ASSIGNMENT OF LEASE FROM HOWELL

ENTERPRISES, INC.. IN OFFICIAL RECORDS VOLUME 3543, PAGE J-14; FIRST MODIFICATION OF AGREEMENT TQ LEASE AND GUARANTY FILED OCTOBER 25, 2984, IN OFFICIAL RECORDS
INSTRUMENT NUMBER 199305220124578, RECORDER'S OFFICE,

VOLUME 4943, PAGE B-14; ASSIGNMENT OF LEASE FROM YATES ENTERPRISES, INC., TO 3186, INC., FILED MAY 22, 1898, IN
COUNTY, CHIO. DQES NOT AFFECT SITE.

9, MEMORANDUM OF LEASE AND GRANT OF CERTAIN EASEMENTS 1Y AND BE
HLESEPTEMBERN 1898,

€O., LANDLORD, AND

COUNTY, OHIO.

VOLUME 33338, PAGE B-05, RECORDER'S OFFICE, FRANKLIN

UNTO THE OHIO FUEL AND GAB CO., APPEARING OF RECORD IN DEED BOOK 2420, PAGE 28; ASSIGNED TO COLUMEIA GAS GF GHIO, INC., APPEARING OF RECORD
DOES ARCEL,

OF GROVE CITY, APPEARING OF RECORD IN DEED BOOK 2643, PAGE 339; DEED BOOK 2698, PAGE 557, DEED BOOK 2725, PAGE 474, DEED BOOK
2725, PAGE 477; DEED BOOK 3247, PAGE 417, RE-RECORDED IN DEED BOOK 3248, PAGE 289; OFFICIAL RECORDS VOLUME 3444, PAGE D-18 AND OFFICIAL RECORDS VOLUME 5363, PAGE
DOCUMENTS

OFFICE, FRANILIN COUNTY, OHIO. DOES NOT

CORPORATION, DATED AUGUST 23, 1996,
APPEARING OFRCIAL RECORDS VOLUME 33154, PAGE C-05; COVENANT NOT TO COMPETE AND SET BACK RESTRICTION APPEARING OF RECORD
IN OFFICIAL RECORDS VOLUME 33184, PAGE C-12; SUPPLEMENT TO LEASE APPEARING OF RECORD IN OFFICIAL RECORDS VOLUME 34244, PAGE J-01, OFFICE, FRANKLIN
. SHOWN HEREON.

CORP, TO YATES

20. NOTICE OF COMMENCEMENT FILED BY SINGLETON CONSTRUCTION, LLC, FOR DS USA, INC., APPEAF
@ RECORDER'S OFFICE, FRANKLIN COUNTY, GHIO. NOTICE OF CONSTRUCTION DESCRIBING ENTIRE PARENT PARCEL SHOWN HEREON.

21. MEMORANDUM OF LEAEE BY AND BETWEEN WAD DAVIS INVESTMENT CO., LTD., AN OHIO LIMITED PARTNERSHIP, AND DOLGEN MIDWEST, LLC. A TENNESSEE LIMITED LIABILITY
@ COMPANY, DATED APRIL 12, 2012, RLED APRIL 13, 2017. AT 3B4P.M., AFPEAR]NG QF RECORD AS INSTRUMENT NO. 201204130051724, RECORDER'S OFFICE, FRANKLIN COUNTY, OHIO. LEASE

19 BLANKET IN NATURE.

‘r Statement of Encroachments 1‘

@ A ADJOINER'S FENCE ENCROACHES WESTERLY INTO SUBJECT PARCEL 0.0 TO 3.2 FEET OVER A DISTANCE OF 165.8 FEET,

®e

C

DRIVE Y OUT OF

R8 FENCE Y INTO SUBJEGT PARCEL FOR A DISTANCE OF 18.4 FEET.

ll"ll
Y,
BASED UPON TITLE COMMITMENT NG. 12:13217 Fu %TTHEW 0",,4
FIRST AMERICAN TITLE INSURANCE COMPANY Z %
BEARING AN EFFECTIVE DATE OF MAY 31, 212 fo ROFESS(ONAL X: é
%\ SURVEYOR JF
', 4 z
X E

Surveyar's Certification

To Grove Gty DG, LLC, n Datawers fmitad kabilty oampuny, is participants, successors srd assigrs, ard Fral Amaricen Tdis Insurmnce
Company:

This fa to certiy that this map or plad and thy survey on which f & besad ware mads in accordanca with the “Minimum Standard
Requiroments foc ALTAJACSM Land Titie Surveys * jainly established wnd adopted by ALTA and NSPS i 2011, -unm-l-un 2,348,
7(X1). TBM2) T(ch B, 5, 10, 11(a). 13. 14, 2nd 17 of Tabie A thersol Tha field wark was compiated an JUNE 15, 2012

oaZN2 Siats Aol
Date of Ptet or Map mps:uumna PE
lr Survey Description |

THS

‘SURVEY DESCRIPTION DESCRIBES A PARCEL WITHIN THE PARCEL
COMPANY FILE NO:12-13217, DATED MAY 31, 2012

IN FIRST. THLE

SITUATED [N THE STATE OF OHIO, COUNTY OF FRANKLIN, CITY OF GROVE CITY, BEING LOCATED IN VIRGINA MILITARY SURVEY NO.1388 AND
mlmmoﬁAﬂBDOACREPmmTOTOMVNINVESTMENTW IN DEED 8OOK 3032, PAGE 8, AND BEING MORE
PARTICULARLY AS FOLLOWS:

AS BEING SB1°SZ37~ W A DISTANCE OF 25,14 FEET, FROM THE POINT OF REGINNING OF
APmEmmnnmAsmsvmmm

THENCE SCUTHERL! .TT FEET ALONG A CLURVE TO THE RIGHT, ON THE WEST LINE OF PARCEL NO. 32WD AS DESCRIBED IN STATE QF OHIO
RECQRD 11925 G10, ALONG THE ARC OF A 5772.08 FOOT RADRUS CURVE TO THE RIGHT WITH A LONG CHORD GF 8§ 30°1Z0F° W A DISTANCE OF
248.75 FEET, PREVIOUSLY RECORDED AS 8 30°24'35™ 244.75 FEET, [N OFFICIAL RECORD 33184CU8, TC A BET #8 REBAR YATH 'S CAP #S-8000

AND THE POINT OF BEGINNING;
‘THENCE 8 80°38'37" E ALONG THE SOUTH LINE OF THE PROPERTY DESCRIBED IN OFFICIAL RECORD 33154C08 A IRSTANCE OF 183.48 FEET, TOA
FOUND #6 SITE ENGINEERING [RON, FREVIOUSLY RECORDED AS 8 60°1034°E 182.84 FEET IN A BURVEY BY MARK HAZEL, P9 #7039 iN 1897;

THENCE 8 20*1531" W A DISTANCE OF 243 63 FEET, ALONG THE WEST LINE OF A PARCEL CREATED IN ORIGINAL RECORD 3444014, TO A FOUND
1" [RON PIPE, PREVIOUSLY RECORDED AS 529°1826"W, IN A SURVEY BY MARK HAZEL, P'S #7038 IN 1897;

THENCE § A%4F1T W A DISTANCE OF 121.81 FEET, ALONG THE WEST LINE OF A PARCEL CREATED IN ORIGINAL RECORD 3444014, TO A SET #§
REBAR WITH PS CAP #5800, PREVIOUSLY RECORDED AS S34°00°19°W;

THENCE N 56738°32" W A DISTANCE OF 207.79 FEET, TO A 6ET #5 REBAR WITH P8 CAP #5-2008, ON THE EAST LINE OF US ROUTE &2 AS BHOWN
ON 0.D.0.T PLANS FRA-62-7.06 (CENTERLINE SURVEY IN PLAT BOOK 85, PAGE 57}

THENCE N 3Y474T" E A DISTANCE OF 125,53 FEET. ALONG EAST LINE OF SAID HIGHWAY, PREVIOUSLY RECORDED AS N 34°00'19° E, TOA NS

REBAR WITH P8 CAP #8-8066: THENCE CONTINUING ALONG SAID HIGHWAY, 237 .84 FEET, ALQNG THE ARC OF 5772.08 FOOT RADIUS CURVE TO
THE LEFT, WITH A LONG CHORD OF N 33°47'47 E A DISTANCE OF 23784 FEET, TO THE POINT OF BEGINNING. CONTAINS 74,225 SQUARE FEET OR
1.704 ACRES OF LAND MORE OR LESS.

|| Legal Description of Record ”

THIS SURVEY
COMMITMENT

PROPERTY AS

DESCRIPTION IS THE SAME DESCRIBED IN A, FIRST AMERICAN TITLE INSURANCE COMPANY
NUNMBER 12-13217, BEARING AN EFFECTIVE DATE MAY 31, 2012

EXHAITA
SITUATED IN THE STATE OF OHIO, COUNTY OF FRANKLIN. CITY OF GROVE CITY, BEING PART OF SURVEY 1383, VIRGINIA MILITARY DISTRICT AND

OF RECORD IN

0.0 TO 1.8 FEET ONTO BUBJECT PROPERTY FOR A DISTANCE OF139.6 FEET.

ALTA/ACSM Land Title Survey | -
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ELEV: 83767

EXCEPTION NO.1
SITUATED [N VIRGINIA MILITARY SURVEY NO. 1388, CITY OF GROVE CITY, FRANKLIN COUNTY, OHIO, BEING A 3.750 ACRE TRACT OF LAND ALL QUT
OF THAT 11,800 ACRE TRACT OF LAND DESCRIBED IN A DEED TO DAVIS INVESTMENT CO., OF RECORD IN DEED BOOK 3032, PAGE 9, ALL.
REF EEING TO INTHE OFFICE, FRANKLIN COUNTY, OHIO, SAID 3.750 ACRES BEING MORE PARTICULARLY
AS FOLLOWS:;

BEING 11.800 ACRES OF LAND, MORE OR LESS, OUT OF PARCEL | AND PARCEL it AS CONVEYED TO OHIO DEED OF

E, AT A P.K. NAIL FOUND AT THE CENTERLINE OF RARRIGBURG PIKE WITH ADDISON DRIVE (SAID

co, 8y
DEED BOOK Z259. PAGE 3. AND OUT OF PARCEL | AXD PARCEL LL AS CONVEYED To 0100 HOLDING 0O BY DEED OF RECORD N 2%,
PAGE 883, BOTH BEING OF RECORD IN THE RECORDER'S COUNTY. OHIO,

11.600-ACRE TRACT BEING MGRE PARTICULARL Y DESCRIBED AS FOLLOWS;

BEGINNING AT A POINT ON THE WESTERLY LINE OF SAID PARCEL |1, (DEED BOOK 2299, PAGE 3), AT THE OF HARRISBURG PIKE, 8AID
POINT BEING LOCATED N 32° 31° E, A DISTANCE OF 517.00 FEET FROM THE SOUTHWESTERLY CORNER OF SAID PARCEL Il (DEED BOOK 2299, PAGE
¥

THENCE N 2* 31" E, CONTINUING WITH THE SAID CENTERLINE, A DISTANCE OF 488,97 FEET TO A POINT;
myél;‘nwys:mwmwnﬂmmmAmmosmnresrmAmmmaoummzonmm
(0 WIDTH)

THENCE § €2° 11 20" E WITH THE SOUTH LINE OF SAID PARLIN DRIVE, A DISTANCE OF 21821 FEET TO A POINT OF CURVATURE:

THENGE CONTINUING WITH THE SOUTH LINE OF SAID PARLIN DR1VE, WITH THE ARC OF A CURVE TO THE LEFT HAVING A RADIUS OF 360 FEET
WHOSE CHORD BEARS § 75 S5 117 E, A CHORD DISTANCE OF 167.44 FEET TO A POINT OF TANGENCY:

THENCE 8 890 05 1 E. CONTINUING WITH THE SOUTH LINE OF SAID PARLIN DRIVE, A DISTANCE OF 184.77 FEET TO APGINT;

THENCE 8 27 48 40" W, A DISTANCE OF 631.11 FEET TO A POINT;

THENCE N 89° 24' 46" W, A DISTANCE OF 339,69 FEET TO A POINT OF CURVATURE;

THENCE, WITH THE ARC OF A CURVE TO THE RIGHT HAVING A RADIUS OF 200,00 FEET,

WHOSE CHORD BEARS NTY* 26 53° W, A CHORD DISTANCE OF 110.02 FEET TO A POINT OF TANGENCY;

THENCE N 57" 25 W, A DISTANCE OF 78.40 FEET TO THE POINT OF CURVATURE;

THENCE, WITH THE ARC GF A CURVE TO THE RIGHT HAVING A RADIUS OF 20.00 FEET, WHOSE CHORD BEARS N12* 26" W, A DISTANCE OF 28.28
FEET TO A POINT AT THE END OF SUCH CURVE;

THENCE NST" 25" W, WITH THE NORTHERLY LINE OF ADDISON DRIVE AND BUCH NORTHERLY

LINE PRODUCED A DISTANCE OF 50.00 FEET TO THE PLAGE OF BEGINNING CONTAINING 11.600

ACRE OF LAND, MORE OR LEBS.

SUBUECT TO ALL RESTRICTIONS, RIGHTS-OF-WAY, AND EABEMENTS, [F ANY, OF PREVIQUS

RECORD.

A BURVEY OF THIS PROPERTY WAS MADE BY WILLIAM W, MERCHANT, A REGISTERED SURVEYOR.

EXCEPTING THERE FROM, THE FOLLOWING THREE PARCELS PREVIOUSLY DEEDED OUT IN OFFICIAL RECORD VOLUME 3444, PAGE D-11, OFFICIAL
RECORD VOLUME 5383, PAGE G-16 AND OFFICIAL RECORD VOLUNME 11628, PAGE G-10, RECORDERS OFFICE, FRANKLIN COUNTY, OHIO,

bmwnsmummmmwmm DRIVE EAST OF HARRISBURG PIKE GROVE CITY, OHIO

FOR INTERSE(

SN BEING SHOWN FOR REGORD UPGN THE PLAT OF RECORD [N FLAT BOOK 42, PAGE 58); THENCE SOUTH 57" 23 26° EAST, ALONG

THE OF ADDISON DRIVE, A DISTANCE CF 146.08 FEET TO A POINT OF CURVATURE;

THENCE, CONTINUING ALONG THE

OF225.00 FEET, A CENTRAL ANGLE OF 31° 18 0T", AN ARC DISTANCE OF 122,92 FEET TO A POINT, SAID ARC

BEARING SOUTH 73° 02 29 EAST A CHORD DISTANCE OF 121.40 FEET,

THENCE NORTH 1° 18 07 EAST, RADIAL TO SAID GURVE, A DISTANCE OF 26,00 FEET TO AN IRON PIN SET IN THE NORTHERLY RIGHT-OF-WAY LINE

CF ADDISON DRIVE, THE TRUE POINT OF BEGINNING FOR THE TRACT OF LAND HEREIN DESCRIBED;

THENCE, FROM BAID TRUE POINT OF BEGINNING, WITH NEW DIVISION LINES THROUGH SAID 11,600 ACRE TRACT, THE FOLLOWING THREE

COURSES AND DISTANCES;

1. NORTH 32* 36' 34" EAST, PARALLEL WITH AND 250,00 FEET EASTERLY FROM (AS NMEASURED AT RIGHT ANGLES) THE CENTERLINE OF

HARRISBURG PIKE, A DISTANCE OF 467.35 FEET YO AN [RON FIN SET;

Z.lmTNZTKi 317 EAST, CONTINUING PARALLEL WITH AND 250.00 FEET EASTERLY FROM {AS MEASURED AT RIGHT ANGLES) THE CENTERLINE
BAID HARRISBURG PIKE, A DISTANCE OF205,53 FEET TO AN IRON PIN SET;

&WTHQ‘" 20 EAST, A DISTANCE OF265.35 FEET TO AN IRON PIN SET IN THE WESTERLY LINE OF A 8.349 ACRE TRACT OF LAND (PARCEL 2)

N A DEED TO BERWICK ARMS CO., OF RECORD IN DEED BOOK 2688, PAGE 357;

THB‘CE SQUTH Z7* 48 40° WEBT, ALONG SAID WEST LINE, A DISTANCE OF 518.44 FEET TO AN IRON PIN FOUND IN THE NORTHERLY

RIGHT-OF-WAY LINE OF SAID ADDISON DRIVE;

THENCE, NORTH 89" 10" 00" WEST, ALONG BAID NORTHERLY RIGHT-OF-WAY LINE, A DISTANCE OF339.84 FEET TO AN IRON PIN SET AT A POINT OF

CURVATURE;

“THENCE, CONTINUING ALONG SAID NORTHERLY RIGHT-OF-WAY LINE THE SAME BEING AN ARC OF A CURVE TO THE RIGHT HAVING A

RADIUS OF 200,00 FEET, A CENTRAL ANGLE OF 0 S7" 27", AN ARC DXSTANCE OF 2,18 FEET YO THE TRIUE PLACE OF BEGINNING, AND CONTAINING

3.750 ACRES OF LAND, SAID ARC BEING SUBTENDED BY A CHORD BEARING NORTH £9° 00° 16" WEST, A CHORD DISTANCE OF 2,18 FEET.

NOTES:

1. BEARINGS USED IN THE ATTACHED DESCRIPTION ARE ASSUMED.

2. [RON PING SET (N CONJUNCTION WITH THIS SURVEY DESCRIPTION ARE 5&° INSIDE DIAMETER, 30" LONG WITH A PLASTIC CAP MARKED

'HOCKADEN,

OF ADDIBON DRIVE, THE SAME BEING AN ARC OF A CURVE TO THE LEFT HAVING A RADLUS
BEING SUBTENDED BY A CHORD

~
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»  IRON FOUND EHH ELECTRIC HANDHOLE
©  IRONSET
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WILLOWOOD @ TELCO. MANHOLE ALL UTILITIES AS SHOWN ARE APPROXIMATE
APARTMENTS OF L

#  LIGHT POLE

BB ELECTRIC TRANSFORMER

oM ELECTRIC METER

AND AVALLASLE RECORDS, THEY SHOULD NOT BE
INTERPRETED TO BE EXACT LOCATION NOR SHOULD
IT BE ASSUMED THAT THEY ARE THE ONLY UTILIMES
IN THE AREA.

Surveyor's Notes ”
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a NORTH EDGE
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EXCEPTION NO.2

LOCATED IN VIRGINIA MILITARY SURVEY NG, 1388, CITY OF GROVE CITY, COUNTY OF FRANKLIN, STATE OF OHIO, BEING A 2.149 ACRE TRACT OF
LAND ALL. OUT OF THAT 41,600 ACRE TRACT OF LAND DESCRIBED IN A DEED TO DAVIS INVESTMENT CO., AS RECORDED IN DEED BOOK 3032,
PAGE ® IN THE OFFICE OF THE FRANXLIN COUNTY, OHIO AND MORE FULLY DESCRIBED AS FOLLOWS:

COMMENCING AT A POINT [N THE INTERSECTION OF THE CENTERLINE OF Y RIGHT-OF-WAY OF PARLIN
DRIVE.

PIKE AND THE

THENCE SOUTH 62° 11" 20° EAST 216.36 FEET ALONG THE SOUTHERLY RIGHT-OF-WAY OF PARLIN DRIVE TO A POINT OF CURVATURE;

‘THENCE ALONG A CURVE TO THE LEFT (DELTA=5" 29' 50°, RADlUS—SBDDO)mBEMWHN'WWEASTuEFEET ALONG THE

BOUTHERLY RIGHT-OF-WAY OF BAID PARLIN DRIVE TQ AN |.P. SET BEING THE TRUE POINT OF BEGINNING.

“THENCE ALONG A CURVE TO THE LEFT (DELTA=21 * Z¥ 40", WNW)MWWW”WW‘&HFETMM

SOUTHERLY RIGHT-OF-WAY OF PARLIN DRIVE TO AN LP. FOUND;

THENCE SOUTH 89" D& 00" EAST 153.82 FEET. MWMDWYWWAYOFWFMWVETDAM‘ID PIPE FOUND;

THENCE BOUTH 27" 47 00" WEST 445.39 FEET, BOUNDED ON THE EAST BY REGENCY ARMS ASSOCIATES (O.R. 04275-D05) TO A 34° |.D. PIPE SET;
‘THENCE NORTH 82" 12 07° WEST 265.21 FEET ONTHE WILLOWOOD OF GROVE CITY, LTD (O.R. 03444 014) TO A

/4" 1.0 PIPE FOUND;

THENCE NORTH Z7* 47 44" EAST 308,58 FEET TO THE POINT OF BEGINNING CONTAINING 2.149 ACRES, MORE OR LESS.

EXCEPTION NO.3
BlTUATEINTHEETA'I'EWOHIQMWWWWWEW.BENGLWTBMMMMWWNOJNW
BOUNDED AND DESCRISED AS FOLLOWS:

WWATAPOI‘N'HNTHEWW NORTH BROADWAY (U.S. ROUTE 62) SAID POINT BEING THE SBOUTHWEST CORNER OF
BEING STATION 54491.03 OF THE CENTERLINE SURVEY PREPARED FOR THE STATE OF OHIO IN 1884 8Y
EVN‘S MECHWART, WNMDT‘LTMM
mmww1rwmmmmAuumwmmmmmmmm;

THENCE NORTH Z¥° 18" 26 EAST A DISTANCE OF 502.71 FEET TO A POINT IN THE BOUTHERLY RIGHT-OF-WAY LINE OF PARLIN DRIVE;

‘THENCE BOUTH 00" 45" 30° EAST ALONG SALD SOUTHERLY RIGHT-OF-WAY LINE A DISTANCE OF 82.12 FEET TQ A POINT;

THENCE SOUTH 81 ° & 57" WEST A DISTANCE OF 25.14 FEET TO A POINT.

THENCE ALONG THE ARG OF A CURVE TO THE RIGHT (DELVA=4* 48 49", RADIUS=5772.03 FEET) A CHORD REARING GF BOUTH 317 35' 24" WEST
AND A CHORD DISTANCE OF 486.47 FEET TG A POINT;

THENCE SOUTH 34° 00" 19° WEST A DISTANCE OF 470.84 FEET TO A POINT IN THE NORTHERLY RIGHT-OR-WAY LINE OF ADOISON DRIVE;

CCONTAINING 1,1067 ACRES, MORE OR LESS, INCLUDING THE PRESENT ROAD WHICH

“THE ABOVE DESCRIPTION WAS PREPARED BY HOCKADEN AND ASSOCIATES, INC., CONSULTING . FROM (A
AN ACTUAL FIELD SURVEY MADE IN MARCH 1883 UNDER THE OFHERBERTJROBERTS REGISTERED BURVEYOR NO. 4282.

THE RIGHT OF INGRESS AND EGRESS TO AND FROM ANY RESIDUAL AREA.
THE ABOVE DESCRIFTION IS BASED UPON A SURVEY BY THOMAS D. SIBBALDS, REGISTERED SURVEYOR NO, 5308,

AL RELD

ALTAACSM

TOHARRISEURG PIKE (.. €2)

SUBIECT PROPERTY HAS DIRECT PEDESTRIAN AND VEHICULAR ACCESS
(BROADWAY) A DULY DEDICATED AND ACCEPTED PUELIC HIGHWAY AS SHOWN HEREON.

'WITHN THE PRECIBION REQUIREMENTE OF

NLESS

SHOWN,

BEARING BASIS: OHIO SOUTH STATE PLANE COORDINATE SYSTEM, NAD &,
ELEVATION OF THIS SURVEY ARE BASED USGS NAVD 1988 DATUM,

SUBIECT PARCEL IS NOT USED AS A LANDFILL OF ANY NATURE.

“THERE WAS NO EVIDENCE OF EARTHWORX AT TIME OF SURVEY.

SURVEYOR IS NOT AWARE OF ANY CURRENT OR FUTURE RIGHT OF WAY CHANGES.
NO BUILDINGS QBSERVED ON SUBJECT PARCEL AT TIME CF SURVEY.

'NO ADDRESS OBSERVED AT TIME OF SURVEY.
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N

LANDTECH

| Surveying & Ei

[
M1-OH-INAL-VA-TN-NE-PA-WI-MN-MO-SD-KS-OK
230430090 PH 23130081 FAX  Tou, AR S77.520LAND

\ J

2 ™\
DRAWN BY: | CHECKED BY:

\ P.G.P. M.T.M. y
[ suBMITTALS |
—r

- AR

CAHE

g8|8|5

2]
=

DESCRIPTION

PRELIMINARY DRAWING
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FLOOD NOTE:
By graphic plotting anly, this proparty 18 in Zone(s)_"X" of the Flood Insunnco Rate Map, Community Panel
No. 38049C0314K which boars an effoctive dato of 06/17/08 and is NOT In m Spocial Flood Hazard Arsa.

SPECTFICALLY

THE USERS
THE DRAWING, IN
NOR THE MATERIAL

RE ON, NOR TO USE THE
DRAWING FOR ANY PURPOSE OTHER THAN AS
'WRITING BY

BURVEYING &

J
N
CLIENT
Grove City DG, LLC.
361 Summit Bivd.,
Suite 110
\ Birmingham, AL 35243 |
4 ) '
‘THIS DRAWING HAS BEEN PREPARED BY
LANDTECH SURVEYING &
ENGINEERING, LLC, ALL PATENTED AND
PATENTABLE FEATURES ANDVYOR
‘CONFIDENTIAL INFORMATION AND ITS USE IS
AGREEMENT
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Site Information J
ZONING CONTACT: W
vl hurley & stewart
TAX ID NO.; 040-001239 HURLEY & STEWART, LLC
SUBJECT SITE:  ZDNED ~C-Z- Rostall Commmarciel Distrct 2800 S 11TH STREET
KALAMAZOO, MICHIGAN 49009
SUBIECT STE: 1,704 ACRES OR 74224 50. FT, 260,552,4960 FAX 552.4861
PAFIING REQUIREMENTS: 1 SPACE PER 200 5F OF GROSS www.hurleystewart. com
EXSTING PARKING
NO PARKING PRESENT ON SITE \. S
SETBACKS
FRONT: 3 REAR 6 SIDE & 4 N
HEIGHT RESTRICTIONS DENSITY RESTRICTIONS: SHEET TITLE
35 MAXIMUM HEIGHT 75% MAXIMUM LOT COVERAGE ALTA SURVEY
J
(SHEETNUMBER | JOBNO. )
ALL UYlUTl:S AS ‘HOWN ARE APPROX!DMTE I.OCAT‘ONS DERIVED S - 1 1244432
[FROM ACTUAL MEASUREMENTS AND AVAILABLE RECORDS. THEY
SHOULD NOT BE INTERPRETED TO BE EXACT LOCATION NOR
SHOULD IT BE ASSUMED THAT THEY ARE THE ONLY UTILITIES IN
L,E AREA_ \ J
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Wall Pack
MFHID-WP

Application

Parking areas, entrances, walkways, underpasses,
loading docks, or recreation areas.

Construction

Body: Heavy duty die-cast aluminum housing with high
impact/heat resistant borosilicate glass for ultimate light
distribution.

Lens: Borosilicate glass is hinged and removable. Sili-
cone rubber seal to prevent leakage from outside.

Reflector: One piece anodized aluminum designed re-
flector for best light efficiency.

Electrical

Finish: Powder coated Dark Architectural Bronze color. UL listed wire rated for required temperature and
voltage. Lamps is secured with Mogul Base.

Connections: 1/2” tapped holes available for installing
photocell (photocell optional)

Warranty
. Harris standard terms and conditions apply.
RECEIVED
JUL 302012
GC PLANNING COMMISSIOM
Ordering Information
Features Use the chart below to configure the part number. Actual part number may vary

due to configuration.

Dark Architectural Bronze body color
Quad-Tap 120 /208 / 240 / 277V Ballast
Factory supplied lamps are available in T ——
L R - Number of Lamps Req’d
! ratings, temperature colors and 150MH - 1-150W Puise Sta

_250MH - 1-250W Pulse Sta
320MH - 1-320W Pulse Start

MFHID-WP- | Type WP: Wall Pack Fixture




Full Cutoff Parking Lot
Fixture
MFHID-PLL

Application

Parking areas, entrances, walkways, loading docks, or
recreation areas.

Construction

Body: Sturdy die-cast aluminum housing and frame,
with dark-bronze polyester powder-coat finish.

Lens: Tempered-glass lens, thermal-shock and impact
resistant.

Reflector: Formed anodized aluminum reflector.
Ballast: Quad-tap CWA ballast.

Mounting: 2-3/8"inch adjustable slip fitter.

Warranty
Listing: UL Listed for wet location. Harris standard terms and conditions apply. %
. %

Electrical Options Co,. Y 3, &

UL listed wire rated for required temperature and Sensors (See available options) {41%, 30

voltage. Lamps is secured with Mogul Base. ‘@’@{, /2

%,
' Ordering Information j

Fea_tures Use the Flow chart below to configure the part number. Actual part number may aﬂz

o  Full Cutoff at 0 degree horizontal plane. vary due to configuration.

¢ Anodized aluminum reflector with high MFHID-PLL ,,gggng Lo Lighing Fixurs

__efﬂclency and wide beam spread

250MH 1-250W Pulse Start ‘Metal Halide
320MH - 1-320W Puilse Start Metal Hatid
400MH 1-400W Pulse Start Metal Halld

ﬂ Optlons
See Option Sheet

4035 REYNOLDS BLVD . GREEN COVE SPRINGS . FL 32043 . (800)331-2216 . HARRISLIGHTING.COM
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