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SECTION

FIRE HYDRANT MNOTES

TYPE OF HYDRANT: THE HYDRANT SHALL BE THE POST TYPE TRAFFIC MODEL
MADE OF CAST IRON AS SHOWN HEREON, IT SHALL HAVE A BREAKING  CONNECTION
THAT PREVENTS LOSS OF WATER WHEN. THE UPPER AND LOWER SECTIONS ARE
SEPARATED BY A SMASHING IMPACT. THE HYDRANT SHALL BE OF THE COMPRESSION
TYPE WITH THE VALVE OPENING IN A .COUNTER-CLOCKWISE DIRECTION AGAINST
- THE PRESSURE AND CLOSING WITH THE-PRESSURE. THE VALVE END OF THE STEM

OR VALVE ROD.SHALL BE SO CONSTRUCTED AS TO ELIMINATE CONTACT OF

DISSIMILAR METALS IN THE PRESENCE OF MOISTURE,

THE STEM OR VALVE ROD SHALL BE CONSTRUCTED IN .ONE.CONTINUOUS LENGTH
FROM THE VALVE TO THE BREAKING COUPLING OR TO THE BOTTOM OF ‘THE EX-
TENSION PIECE WHERE EXTENSIONS ARE REQUIRED. THE STEM OR VALVE ROD
BETWEEN TH; YALVE AND OPERATING NUT SHALL BE MADE OF STEEL STOCK AND
HAVE A 1 1/4" MINIMUM DIAMETER AFTER MACHINING. THE BREAKING COUPLING .
SHALL FIT OVER THE VALVE ROD AND BE LOCATED AT THE PROPER' POINT TO
CONFORM TO THE BREAKING CONNECTION IN THE STANDPIPE.

THE BARREL SHALL HAVE AN AREA OF NOT LESS THAN 120 PERCENT OF THE

VALVE OPENING. THE TYPE OF VALVE SHALL BE RUBBER WITH THE DIAMETER
OF THE PORT IN THE SEAL RING BEING A MINIMUM OF 4 1/4",

ALL INTERIOR WORKING PARTS OF THE HYDRANT INCLUDING VALVE AND VALVE
SEAT SHALL BE SUCH THAT THEY CAN BE REMOVED THROUGH THE TOP OF THE
STANDPIPE WITHOUT EXCAVATION. THE UPPER SECTION OF THE STANDPIPE
ABOVE THE GROUND LINE SHALL BE .ADJUSTABLE SO THAT THE NOZZLES CAN BE
ROTATED TO--ANY DESIRED POSITION, ALL DRIP OR DRAIN OPENINGS SHALL BE

ELIMINATED OR PLUGGED WITH A THREADED, PROPERLY SIZED PLUG OF THE SAME
MATERIAL AS THE HYDRANT CASTING, ' :

z
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Fire Hydrant Notes (Continued)

Reference Specifications:

All fire hydrants shall conform with the latest American Water Works Association
Standards, C—502 and the requirements of the City of Grove City and the
Jackson Township Fire Department as enumerated herein. All specifications shall
refer to the latest effective editions.

Approvals and Certifications:

The supplier or manufacturer shall submit to the City Engineer six (8) copies of
the results of certified flow tests, run by an independent testing laboratory, and
shop drawings with dimensions, materials and nomenclature of parts for each
type of model of hydrant proposed for use in Grove City.

Upon approval of the above information by the city engineer, it shall remain on
file in his office. Submission of the above materials with each order of fire
hydrants is not necessary if approved material is already on file. Submission of
new material is required when a deviation in the product, its manufacturer, or
the standards is requested.

Any fire hydrants, delivered to a project within the City or to the City, which fail
to conform to the approved information on file with the City, shall be rejected.

With each delivery shipment of fire hydrants, the hydrant manufacturer shall
certify that the hydrants conform to the information approved and on file with
the City. The certificate shall include the model or identification numbers of the
hydrants being delivered and approval date of the information on file with the
City. This documentation does not constitute approval or final acceptance of
the specific hydrants delivered.

Inspection:

Prior to installation, all fire hydrants shall be inspected by the City Engineer or
his representative and by the Chief of the Jackson Township Fire Department or
his representative. The hydrants shall receive either a conditional acceptance or
a rejection. Conditional acceptance shall mean that the hydrants may be
installed.

Upon installation, each hydrant shall be tested for operation and leaks with a
member of the Jackson Township Fire Department present during the test, and
shall receive either operational acceptance or a rejection.

The City reserves the right to reject any and all fire hydrants found to be in
non—compliance with any of the requirements stated herein at any time during
the acceptance, or above described approval, process. Any fire hydrants which
are rejected and which cannot be brought into compliance with the requirements
as stated herein shall be removed from the project site, storage site, or the wok
at no expense to the City.
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Fire Hydrant Notes (Continued)

The final field acceptance shall govern over any document approval and shall be
based on all the work being completed; including installation, testing, and
operation and painting.

Installation:

The fire hydrant shall be installed as specified herein and in accordance with the
City of Grove City Standard Drawing No. C—GC—32, the City of Columbus
Standard Water Drawings No. L—6637, Type A Setting, No. L—6409, Type B
Setting, or as specified by the City Engineer.

The base section of all fire hydrants shall be set to an elevation which will be

correct for the proposed grade of the street. The elevation of the top barrel

section shall be set so that the grade line of the hydrant is at the established
or proposed finished grade, as indicated on the construction drawings, through

the installation of hydrant extension sections, as needed.

The hydrant nozzles shall be turned as directed by the engineer or his
representative.

Painting:

Final paint color shall be two coats of Sherwin Williams Industrial Enamel Alloyed
Coating Safety Yellow B54Y37 or equivalent. Prior to painting, samples shall be
submitted to the Jackson Township Fire Department for approval. After
operational acceptance, all hydrant surfaces above the ground line shall be
cleaned, washed, and wire brushed, and all surfaces or spots that require
touching up shall have one coat of primer paint applied. When all the surfaces
have been primed and are dry, then all hydrant surfaces shall receive two (2)
coats of the approved enamel.

Materials and Workmanship:
All machined parts shall be true to gauge so that they will be interchangeable
between hydrants of the same make and size.

When required, non—adjustable hydrant wrenches, properly sized to the specified
operating nut dimensions and fabricated by the hydrant manufacturer, shall be
supplied.
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