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ORDINANCE C-55-15 

AN ORDINANCE TO AMEND VARIOUS SECTIONS OF CHAPTER 1101 OF THE 
CODIFIED ORDINANCES OF GROVE CITY, OHIO TITLED DEVELOPMENT STANDARDS 

WHEREAS, the City of Grove City is responsible for ensuring the City's stormwater 
management regulations meet the minimum requirements of the Ohio EPA's Small Municipal Separate 
Storm Sewer System (MS4) General Permit; and 

WHEREAS, following a comprehensive review by City staff and the City's consulting 
Engineer, these changes were recommended to ensure compliance with the Ohio EPA Small MS4 
General Permit; and 

WHEREAS, amendments to Street Lighting and Submission Procedures are also necessary to 
assist with proper lighting and review of development applications . 

NOW, THEREFORE, BE IT ORDAINED BY THE COUNCIL OF THE CITY OF GROVE 
CITY, COUNTY OF FRANKLIN, AND STATE OF OHIO, THAT: 

SECTION 1. Section 1101.05(g) is hereby amended to read: 

(g) The Director of Public Service shall be responsible for enforcement of the 
Stormwater Design Requirements and shall not allow any development of land 
unless such development meets the design requirements specified in Chapter 971 
and the City of Grove City's Stormwater Design Manual adopted by City Council. 
The Stormwater Design Manual shall be available on the City's website and 
hardcopies are on file with and available from the Director of Public Service and 
Clerk of Council. All natural open watercourses shall be protected by establishing 
a Stream Corridor Protection Zone as specified in the City's Stormwater Design 
Manual. All stormwater controls shall be designed in accordance with the design 
specifications provided in the City's Stormwater Design Manual. Storm drainage 
systems for land being developed or improved shall be designed so that the peak rate of 
stormwater runoff after development does not exceed the peak rate of runoff before 
development for all storms, from the critical storm up to a 100 year frequency-twenty
four hour storm, and does not exceed the peak rate of runoff for a one year frequency 
storm before development of the land for all storms, from a one year frequency-twenty
four hour storm through the critical storm. 

SECTION 2. Section 1101 .05(g)(3) is hereby amended to read , in part: 

(3) The development's interior drainage system shall be designed to carry the runoff 
from a five year frequency twenty four hour storm, per the design storm 
standards as outlined within the City's Storm Water Design Manual, except 
that the year frequency twenty-four hour storm that is compatible with the 
existing drainage system shall be used when connecting directly to the existing 
system with the conduit flowing full with surcharge to the gutter line and the: 
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Street pavement being dry for one twelve foot lane on local streets and t\vo 
twelve foot lanes on thoroughfares. Street drainage shall be designed per the 
pavement spread standards as outlined within the City's Stormwater Design 
Manual. 

SECTION 3. Sections 1101.05(g)(5 - 9) are hereby amended to read: 

(5) The rainfall intensity duration frequency curve for the Soil Conservation Service 
of the U.S. Department of Agriculture, Type II storm shall be used . For peak 
flow rate analysis, the 12-hour rainfall depths, shown on Table 3-3 from 
National Oceanic and Atmospheric Administration Atlas 14, Sullivant 
Avenue Station 33-1781, shall be used. The Midwest Climate Center 
Bulletin 71, Rainfall Frequency Atlas of the Midwest, shall be used as the 
reference document for selection of a rainfall distribution. For quantitative 
controls the Bulletin 71, 2°d Quartile, 0-10 square mile, 50% curve, and 12-
hour duration storm shall be used. If required for water quality peak flow 
rate calculations, the 181 Quartile, 0-10 square mile, 50% curve, and 2-hour 
duration storm shall be used and the runoff curve number shall be 
calibrated to match or exceed the Ohio EPA water quality volume. 

(6) Except as modified in the Codified Ordinances, the Mid Ohio Regional Planning 
Commission's City's Stormwater Design Manual shall be used as the guide for 
designing storm drainage systems; however, storm drainage system designs that 
meet the intent and requirements of this subsection may be used . 

(7) All storm water retention and detention basins shall be designed as "wet 
facilities". All storm water basins and/or lakes shall be designed using the City 
of Grove City 's Storm Water Basins and Lake Design Manual as a design 
guideline. 

(7)00 Any portion of the drainage system, including on-site and offsite storage 
facilities , that is constructed by the developer will be continuously maintained 
by the owner or owners subsequent in title of the affected lands unless it is 
officially accepted by the City for City maintenance. The developer shall cause 
the maintenance obligation to be inserted in the chain of title to the affected 
lands as a covenant running with the land in favor of the City. 

(8)f9t All natural open watercourses shall be protected using the City of Grove City 
Natural Stream Protection Policy as a design guideline Stormwater Design 
Manual. 

SECTION 4. Section 1101.05(m) is hereby amended to read: 

(m) Street lighting shall be provided on public streets by means of lighting assemblies using 
a 100 watt, 120 volt high pressure or equivalent lighting assemblies, mounted on 
aluminum poles or decorative poles so approved by the Director of Public Service. 
Aluminum poles shall meet Standard Construction Dravlings G 52 and G 53 . These 
lighting assemblies shall be no less than t•t11enty four feet above the ground's surface at 
the pole base. These assemblies and underground cables shall be located three feet in 
back of the street curb and beyond the edge of the paved shoulder for uncurbed streets. 
The assembly shall be installed not less than 250 feet nor more than 350 feet apart. One 
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assembly shall be located within 200 feet on the end of each cul-de-sac. One assembly shall be 
located at each street intersection. Blocks shorter than 500 feet apart shall not require 
an intermediate lighting assembly . 

SECTION 5. Section 1101 .0?(a) is hereby amended , in part: 

(a) · An owner wishing to develop land shall submit eighteen (18) twenty (20) copies of a 
Development Plan, and such other information as the owner desires , to the Planning 
Commission fourteen (14) a minimum of thirty (30) days prior to the date of the 
Commission' s meeting .. .. 

SECTION 6. This ordinance shall take effect at the earliest opportunity allowed by law. 

Passed: ()t/-O<{ -I§ 
Effective: /0 -()~ -/5 

Attest: 

I Certify that this ordinance is correct as to form. 
Stephen J. Smith, Director of Law 


