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ELEVATION CODED NOTES

EXTERIOR MATERIAL FINISH KEY

AWN-1      

MARK MANUFACTURER DESCRIPTION REMARKS

AWNING

LINE OF C.I.P. CONCRETE FOOTING (SEE STRUCTURAL DRAWINGS). 01   

4" BRICK VENEER RUNNING BOND. 02   

 03   

 04   

 05   BRICK SOLDIER COURSE ACCENT (PULL 1/2").

RECESSED BRICK PANEL (PUSH 1/2"). 06   

PREFINISHED ALUMINUM STOREFRONT SYSTEM w/ GLAZING AS SCHEDULED. 07   

PREFINISHED ALUMINUM WIDE-STYLE FULL-LITE ENTRANCE DOOR w/

GLAZING AS SCHEDULED.

 08   

INSULATED HOLLOW METAL SERVICE DOOR AND FRAME (PAINT). 09   

PAINT-GRIP GALVANIZED STRUCTURAL STEEL CANOPY AND TURN-BUCKLE

CANOPY SUPPORT (PAINT, SEE STRUCTURAL DRAWINGS).

 10   

CANVAS AWNING o/ PREFINISHED ALUMINUM FRAME (BLACK). 11   

 12   

 13   

ELECTRIC SERVICE WIREWAY AND METER SETS (PAINT TO MATCH

SURROUNDING MASONRY, SEE ELECTRICAL DRAWINGS).

 14   

WALPAK LIGHT FIXTURE. 15   

DECORATIVE LIGHT FIXTURE (SEE ELECTRICAL DRAWINGS).

     EIFS-1

EXTERIOR INSULATION FINISH SYSTEM

      PT-1 

PAINT

      SF-1 
TUBELITE INC.
(OR EQUAL)

PREFINISHED ALUMINUM STOREFRONT

THERMAL FRAMING w/ 1" INSUL.
GLAZING

MTL-1      DMI

PREFINISHED METAL

      BR-1 

      BR-2 

ENDICOTT CLAY
PRODUCTS

 01   

                       111’-0"

                  T.O. MASONRY

                              

 02   

122’-0"                       

T.O. MASONRY                  

                              

102’-4"                       

T.O. ROWLOCK COURSE           

                              

 02    04   

DOUBLE BRICK SOLDIER COURSE (PULL 1/2").

BRICK ROWLOCK COURSE ACCENT (PULL 1/2").

 03   

 03   

 04   

 05   

 06   

 06   

 08   

 07   

 09   

 10   

 11   

 12   

 13   

 14   

 15    15   

 16   CONTINUOUS PREFINISHED METAL (24 GA.) EDGE FLASHING.

 23   

 16   

 17   

 17   

 17   

 17   

 03   

 17   

 03   

 03   

 05   

 16   

 02   

 04   

 23   

 02   

 18   

 19   

 20   

 20   

 21   6" CONCRETE FILLED STEEL BOLLARD.

 22   

 23   CONTINUOUS PREFINISHED METAL (24 GA.) COPING.

 21   

 21   

 11   

 04   

 17   

    3 

 02   

 03   

 01   

 14   

 23   

 24   BRICK ROWLOCK COURSE WINDOW SILL (PULL 1", SLOPE FOR POSITIVE
DRAINAGE)

 24    08   

 03   

 02   

 03   

 01   

 02   

 04   

 23   

 23   

 04   

 02   

 02   

 03   

 03   

 01    17   

 02   

 22   

 22    10   

 25   PREFINISHED ALUMINUM DRIVE-THRU SERVICE WINDOW w/ 1/4" TEMPERED 
GLASS UNITS WITH STAINLESS STEEL SHELF.

 26    01   

 02   

 02   

 03   

 03   

 04   

 06   

 10   

 23   

SUNBRELLA COLOR:  BLACK
PREFINISHED ALUMINUM FRAME
TO BE BLACK

AWN-1      

AWN-1      

 11   AWN-1      

 21    21   

     EIFS-1

     EIFS-1

     EIFS-1

      PT-2 
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      SF-1 

      SF-1  07   
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MTL-1      
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MTL-3      
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      BR-1 

      BR-1 
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      BR-1 

      BR-1 

      BR-1 

      BR-1 

      BR-1 

     EIFS-1

      BR-2 

      BR-2 

     EIFS-1

      BR-2 

      BR-2 

      PT-2 

      PT-2       PT-2 

      PT-1 

      PT-1  10   

      PT-1 

 10         PT-1 

      PT-1 

 05   

 06   

 23   

 04   

 02   

 02   

 03   

MTL-1      

      BR-1 

      BR-1 

      BR-1 

      BR-1 

      BR-1 

      BR-1 

 03   

 01   

      BR-1 

124’-8"                       

T.O. MASONRY                  

                              

 17   

 02         BR-1 

     EIFS-1

 24         BR-2  27   

BOLLARDS, GAS PIPING, ELECTRICAL
CABINETS

      PT-2 

      PT-2 

JEFFERSON SERIES "PATRIOT"

JEFFERSON SERIES "CONTINENTAL"

ENDICOTT CLAY
PRODUCTS

 03   

 05   

 16   MTL-1      

      BR-1 

      BR-1 

COLOR - ’BLACK’
FINISH  - ANODIZED

 03         BR-2 

 18   SMU-1      

EXTERIOR INSULATION FINISH SYSTEM (E.I.F.S.).

 19   SMU-2      

 19   SMU-2      

SMU-1       18   

SMU-2       20   

MODULAR BRICK VENEER

SMU-1      
CALSTAR

PRODUCTS

STRUCTURAL MASONRY VENEER

SMU-2      
CALSTAR

PRODUCTS

MORTAR- LAFARGE
COLOR: "PUTTY", TYPE ’S’

MORTAR- LAFARGE
COLOR: "PUTTY", TYPE ’S’

120’-0"                       

T.O. PARAPET                  

                              

METAL CANOPIES

113’-8"                       

WINDOW HEAD HEIGHT            

                              

MTL-2       23   

                       119’-0"

                  T.O. PARAPET

                              

 15   

 03         BR-1 

                       102’-4"

           T.O. ROWLOCK COURSE

                              

                       102’-4"

           T.O. ROWLOCK COURSE

                              

                       102’-4"

           T.O. ROWLOCK COURSE

                              

                       110’-0"

           T.O. SOLDIER COURSE

                              

 20   PREFINISHED ALUMINUM (22 GA.) THRU-WALL SCUPPER & CONDUCTOR
HEAD (SCUPPER OPENING THROUGH PARAPET TO BE 8"T x 12"W) w/ 4"x6"
PREFINISHED ALUMINUM (24 GA.) RECTANGULAR DOWNSPOUT (TIE INTO
UNDERGROUND STORM SYSTEM; SEE CIVIL DRAWINGS).

GAS SERVICE AND METER SETS (PAINT TO MATCH SURROUNDING 

MASONRY, SEE PLUMBING DRAWINGS).

 26   LINE OF ROOF BEYOND.

 26   

 23   MTL-1      

MTL-2      DMI

 04         BR-1 

 23   MTL-1      

      BR-1  02    22   

 22   

FIELD COLOR: "DOVE GRAY"
FINISH: STANDARD

ACCENT & BASE COLOR: "DARK GRAY"
FINISH: SPLIT-FACED

COLOR - "BROWN"

#2112-20 "BROWN SUGAR"
BENJAMIN

MOORE

BENJAMIN
MOORE

#2120-20 "BLACK IRON"

PREFINISHED FASCIA EDGE FLASHING,
COPINGS, SCUPPER BOXES & DOWNSPOUTS

MORTAR:  LAFARGE
COLOR: "PUTTY", TYPE ’S’

MORTAR:  LAFARGE
COLOR: "PUTTY", TYPE ’S’

PREFINISHED COPING

 24         BR-2 

STRUCTURAL MASONRY VENEER, RUNNING BOND - 8" H UNITS.

STRUCTURAL MASONRY VENEER, RUNNING BOND - 4" H UNITS.

BUILDING IDENTIFICATION SIGNAGE.  ONE SQ. FT. OF BUILDING MOUNTED 
SIGNAGE PER LINEAR FOOT OF FRONTAGE.  INSTALLED BY TENANT (N.I.C.).  
(SEE ELECTRICAL DRAWINGS)

STO CORP

COLOR - "STONE"

FINISH - SANDPEBBLE FINEPRAIRIE CLAY
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