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November 19, 2015

Attn:

Regarding:

Victoria Proehl

Community Development Manager
Development Department

4035 Broadway

Grove City, Ohio 43123
614.277.3014

NeVEC

Buckeye Parkway Retail Center — Special Use Request (Patio)
4145 Buckeye Parkway
Grove City, Ohio 43123

This revised letter is regarding the special use request for a 400 square foot patio at 4145 Buckeye
Parkway, Grove City, Ohio. The following will apply to this application:

The proposed seating area located at 4145 Buckeye Parkway in Grove City will have
approximately 6 tables and 24 seats.

Five bollards will be placed at perimeter of patio where vehicles may be present for safety
purposes. See attached detail.

Operational hours are from 10am - 10pm daily.

There will be no additional lighting at the location of the patio aside from the building lighting
itself.

There will be 2-3 speakers located at the patio.

Umbrellas will have no signage, including advertising or lettering.

Additional landscaping will be added to the patio area, the tenant will be providing the following
specified typical planter{s):

TALL FLARED PLANTER, ASIAN 3 9614-N3 BLACK TERRAZZO FINISH 16"X16" 35.5"
5Q. CERAMICS INC
ROOM DIVIDER PLANTER, ASIAN 39673-N3 BLACK TERRAZZO FINISH | 23.5"X9.5" 29"
MEDIUM CERAMICS INC
ROOM DIVIDER PLANTER, ASIAN 39673-N2 BLACK TERRAZZO FINISH 34,5"X14" 39"
LARGE CERAMICS INC
TALL RECTANGULAR ASIAN 3 9668-N1 BLACK TERRAZZO FINISH 39"X15.5" | 21.5"
PLANTER, XL CERAMICS INC

Please see the submitted revised site plan with dimensions of the raised patio as well as the
railing details and photos.

Please feel free to contact me with any comments or questions regarding this project. Thank you for your time.

Sincerely,

Briana Borkowsk]

N

red architecture + planning | 855 grandview ave suile 295 | calumbus chio 43215
[p}614.487.8770 (514 487.8777 info@redarchiledts.com



November 19, 2015

Attn:

Victoria Proehl
Community Development Manager

The City of Grove City, Ohio
4035 Broadway
Grove City, OH 43123 NCV 20 519

P: (614)277-3000

Regarding: Buckeye Parkway Retail

Special Use Permit Outdoor Seating Application

Special Use Application Number: #201510260080

1)

2)

3)

4)

5)

6)

The project narrative should state the number of tables in the seating area.

Response: The project narrative has been revised to state number of tables in the seating area, which is a total
of six.

Bollards should be installed between the seating area and the parking lot to ensure that vehicles cannot enter
the seating area. Please submit bollard details and indicate on the plan where they will be located. See attached
detail.

Response: (5) Bollards have been added to the site plan to be equally space along the two edges of patio
where vehicles may be present. The typical bollard detail has been added to the site plan as well as copies
submitted as part of this package.

Umbrellas used in the outdoor seating area should have no signage, including advertising or lettering.

Response: Umbrellas used in the outdoor seating area will have no signage, including advertising or lettering.

Staff is unclear if the patio is flush with the pavement, or raised. We would like to see the patio elevated from
the pavement. Please provide details showing this relationship.,

Response: The patio is raised, on a 6” curb and has a flush condition with the adjacent sidewalk. Please refer
to revised site plan.

Additional landscaping should be provided for aesthetic and safety purposes.
Response: Landscaping shall be provided by the tenant per specifications on the revised narrative.
We recommend the approval with the installation of landscaping and bollards.

Response: See responses #2 & #5 above.

red architecture + planning | 855 grandview ave suite 295 | columbus ohio 43215
{p}i14.487 8770 {f}614.487.8777 infa@redarchitects.com



7} Supplemental landscaping is needed either in a bed in the ground or planters.
Response: See response #5 above,

8) Must have safety bollards to protect seating area from vehicles
Response: See response #2 above.

9) Vehicle impact protection should be added to protect patrons:
o 312.1 General. Vehicle impact protection shall be provided by posts that comply with 312.2 or by other
approved physical barriers that comply with 312.3
o 312.2 Posts. Guard posts shall comply with all the following requirements:
= Constructed of steel not less than 4 inches in diameter and concrete filled,
= Spaced not more than 4 feet between posts on center.
® Setnot less than 3 feet deep in concrete footing of not less than a 15- inch diameter
= Set with the top of the post not less than 3 feet above ground.
* Located not less than 3 feet from the projected object.
o 312.3 Other Barriers. Physical barriers shall be a minimum of 36 inches in height and shall resist a force
of 12,000 pounds applied 36 36 inches above the adjacent ground surface.

Response: See response #2 above,

Please feel free to contact me with any comments or questions regarding this project. Thank you for your time.
Sincerely,
Briana Borkowski
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R-7539 BOLLARD

SPECIFICATION SHEET

MATERIAL

CAST DUCTILE IRON, ASTM A536 GRADE 65-45-12 OR CAST ALUMINUM

COATING

MATERIAL

POLYESTER POWDER COAT

FISSE

COLOR

BLACK (OTHER COATING OPTIONS AVAILABLE)

HARDWARE

STEEL,
PLATED OR
GALVANIZED
UNLESS
OTHERWISE
NOTED

MATERIALS AND
SPECIFICATIONS
ARE SUBJECT TO
CHANGE
WITHOUT NOTICE

DESCRIPTION

STANDARD
INSTALLATION

SECURITY /
ANTI-RAM

REMOVABLE

REMOVABLE
EXISTING
CONCRETE

EXISTING
CONCRETE
EPOXY

EXISTING
CONCRETE
INSERT

32" X 1" UNC RoD

1

1

1

32" X 3%” UNC RoD

1

1" UNC Nut

1

2

1

%" UNC NUT

1

3% 0.D. 1”1.D. WASHER

1

1

3/8” UNC SETSCREWS, BLACK ANODIZED

3/8" UNC SETSCREWS FOR CHAIN EYE LOOP
HOLES, BLACK ANODIZED (NOT REQUIRED IF USING
CHAIN EYES)

CONCRETE ANCHOR CASTING, TAPPED FOR 1” UNC
DUCTILE IRON (ASTM A536 GRADE 65-45-12)

REMOVABLE MOUNT (CAST STEEL ASTM A27 N-2)

1" BOLT X 14"

%’ BOLT X 2-%”

%" FLAT WASHER

1” FLAT WASHER

LOCKING PADLOCK PIN (FORGED STEEL)

%" UNC CONCRETE INSERT, PLATED

1

1

TUBE EPOXY (1 TUBE = 5-10 INSTALLATIONS)

TUBE SILICONE {1 TUBE = 30 INSTALLATIONS)

1

1

1

1

1

CHAINEYES , 38" UNC 1”ID X 1-%” 0D,
POWDER COATED TO MATCH BOLLARD

10R2
(OFTIONAL)

10R2
(OFTIONAL)

10R2
({OPFTIONAL)

10R2
{OPTIONAL)

10R2
(OFTIONAL)

10R2
(OPTIONAL)

WEIGHTS

Kes Les

KGs LBs

Kes LBs

KGs Les

Kas LBS

Kes LBs

BOLLARD ASSEMBLY (IRON / ALUMINUM)

54/17 | 120/37

S54/17 | 120/37

54117 | 120/37

54/17 | 120137

54/17 | 120/37

54/17 | 120/37

HARDWARE

35 8

as 8

2 4.5

2 45

35 8

35 8

ANCHOR CASTING

9 20

N/A N/A

9 20

N/A N/A

N/A N/A

N/A N/A

TOTAL (SHIPPING) WEIGHT (IRON / ALUMINUM)

67/30 | 148/65

58/21 | 128/45

65/28 | 145/62

56/19 | 125/42

58/21 | 128/45

568/21 | 128/45

RELIANCE FOUNDRY CO. LTD.

#207 - 6450 - 148™ STREET, SURREY, BRITISH COLUMBIA, CANADA V3S-7G7

TOLL-FREE: 1-888-735-5680 PHONE: 604-592-4333 FAX: 604-590-8875 EMAIL: INFO@RELIANCE-FOUNDRY.COM

WWW.BOLLARDS.CA / WWW.RELIANCE-FOUNDRY.COM
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TYPICAL BOLLARD DETAIL

BOLLARDS SHALL BE RELIANCE FOUNDRY CO,
DUCTILE IRON BOLLARD, MODEL NO. R-7539
WITH A BLACK FINISH. SHOULD THIS MODEL
BOLLARD BE UNAVAILABLE AT THE TIME OF
CONSTRUCTION, THE APPLICANT SHALL
SUBMIT A REPLACEMENT BOLLARD DETAIL
HAVING A SIMILAR STYLE AS THE RELIANCE
BOLLARD, WHICH SHALL BE APPROVED BY
CITY STAFF.



NOODLES

. ©COMPANY

The Noeodles & Company patio railing is designed to provide maximum visual exposure to the diners

and patio while defining the patio area in a clean, current manner. A contemporary design with a
flattering dark bronze finish compliments the exterior facade.

Colorful umbrellas are used to enliven the patio space and create a strong exterior presence at the
pedestriomlevel. Copy on the umbrellas reinforce our global offerings.
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u

Dark'bronze patlo furniture compliments the patio railing and chocolate brown wedge entry feature.

NOV 2 0 013 '
l 1
i
| G COMMISS]ON |
i LM TR i |
' GC PL:N '
L__”_________.....-—-—-'______,_.--—'—""*’“




	Project Narrative
	Response Letter
	Site Plan
	Materials
	Bollard Details
	SCityHallBi15112308403


