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SCALE  3/32" = 1'-0"
SOUTH ELEVATION1

CODED NOTES - ELEVATION

GENERAL NOTES

• ALL COPING AND BREAK METAL TO MATCH ADJACENT WALL COLOR
• ALL DOWNSPOUTS AND OVERFLOW PENETRATIONS TO BE BRONZE
• SEE BUILDING SECTIONS FOR MORE INFORMATION
• SEE DOOR SCHEDULE NOTES FOR SIGNAGE REQUIREMENTS
• MAX SIGNAGE = 1 SF OF SIGNAGE PER 1 LINEAL FOOT OF BUILDING

FRONTAGE (MAX. 200 SF).
• SOUTH ELEVATION: 113 LINEAL FEET OF FRONTAGE
• SOUTH ELEVATION SIGN: 86  SF (113 SF MAX.)
• WEST ELEVATION: 96 LINEAL FEET OF FRONTAGE
• WEST ELEVATION SIGN: 32 SF (96 SF MAX.)

X

EIFS-1

BR-1 BRICK
WALNUT BLEND #597 | CONTINENTAL BRICK
COMPANY
X-10 LIGHT GRAY FLAMINGO-BRIXMENT
MORTAR OAE.
- REFER TO WALL SECTIONS
- ALL CMU BACK-UP WALLS TO BE 8", COLOR TO
MATCH CMU-1.

EIFS
COBBLE BROWN SW6082 | PAREX OR
APPROVED EQUAL
- COLOR TO MATCH CMU-1
- REFER TO WALL SECTIONS

CMU-1

CMU-2

EIFS-2 EIFS
COLOR: RED TO MATCH STANDING SEAM
METAL ROOFING | PAREX OR APP'D EQUAL
- SUBMIT COLOR SAMPLES TO ARCHITECT FOR
APPROVAL
- REFER TO WALL SECTIONS

SS-1 STANDING SEAM METAL AWNING  
ATAS 1" FIELD LOK - 17 BRITE RED, 3 COAT W/
CLEAR
- BRONZE METAL FRAME
- AWNING VENDOR TO PROVIDE MATERIAL
SAMPLES TO ARCHITECT FOR APPROVAL.

CMU-MILLED STONE 8X8X16
BUFF BLEND #2201B SMOOTH | OBERFIELDS
LLC: DESIGN BLOK MILLED STONE
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-SEE WALL SECTION NOTES FOR ADDITIONAL
SPECIFICATIONS.
- ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED
SOLID DUE TO BOND BEAMS, LINTELS, CMU
PIERS, AND AT EACH SIDE OF THE WINDOWS AT
THE EAST WALL WITH REINFORCING AT BOTH
FACES.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
- REFER TO WALL SECTIONS FOR MORE
INFORMATION

CMU - 10X4X16
(PROVIDE ALTERNATE PRICING FOR 10X8X16)
SYRACUSE BLEND | OBERFIELDS LLC: DESIGN
BLOK SPEC-BRIK
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-INTEGRAL BLOCK SEALER + POST APPLIED
BLOCK SEALER.
-ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED SOLID
DUE TO BOND BEAMS, LINTELS, CMU PIERS,
AND AT EACH SIDE OF THE WINDOWS AT THE
EAST WALL WITH REINFORCING AT BOTH
FACES.
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION.
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SCALE  3/32" = 1'-0"
WEST ELEVATION1

CODED NOTES - ELEVATION

GENERAL NOTES

• ALL COPING AND BREAK METAL TO MATCH ADJACENT WALL COLOR
• ALL DOWNSPOUTS AND OVERFLOW PENETRATIONS TO BE BRONZE
• SEE BUILDING SECTIONS FOR MORE INFORMATION
• SEE DOOR SCHEDULE NOTES FOR SIGNAGE REQUIREMENTS
• MAX SIGNAGE = 1 SF OF SIGNAGE PER 1 LINEAL FOOT OF BUILDING

FRONTAGE (MAX. 200 SF).
• SOUTH ELEVATION: 113 LINEAL FEET OF FRONTAGE
• SOUTH ELEVATION SIGN: 86  SF (113 SF MAX.)
• WEST ELEVATION: 96 LINEAL FEET OF FRONTAGE
• WEST ELEVATION SIGN: 32 SF (96 SF MAX.)

X

EIFS-1

BR-1 BRICK
WALNUT BLEND #597 | CONTINENTAL BRICK
COMPANY
X-10 LIGHT GRAY FLAMINGO-BRIXMENT
MORTAR OAE.
- REFER TO WALL SECTIONS
- ALL CMU BACK-UP WALLS TO BE 8", COLOR TO
MATCH CMU-1.

EIFS
COBBLE BROWN SW6082 | PAREX OR
APPROVED EQUAL
- COLOR TO MATCH CMU-1
- REFER TO WALL SECTIONS

CMU-1

CMU-2

EIFS-2 EIFS
COLOR: RED TO MATCH STANDING SEAM
METAL ROOFING | PAREX OR APP'D EQUAL
- SUBMIT COLOR SAMPLES TO ARCHITECT FOR
APPROVAL
- REFER TO WALL SECTIONS

SS-1 STANDING SEAM METAL AWNING  
ATAS 1" FIELD LOK - 17 BRITE RED, 3 COAT W/
CLEAR
- BRONZE METAL FRAME
- AWNING VENDOR TO PROVIDE MATERIAL
SAMPLES TO ARCHITECT FOR APPROVAL.

CMU-MILLED STONE 8X8X16
BUFF BLEND #2201B SMOOTH | OBERFIELDS
LLC: DESIGN BLOK MILLED STONE
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-SEE WALL SECTION NOTES FOR ADDITIONAL
SPECIFICATIONS.
- ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED
SOLID DUE TO BOND BEAMS, LINTELS, CMU
PIERS, AND AT EACH SIDE OF THE WINDOWS AT
THE EAST WALL WITH REINFORCING AT BOTH
FACES.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
- REFER TO WALL SECTIONS FOR MORE
INFORMATION

CMU - 10X4X16
(PROVIDE ALTERNATE PRICING FOR 10X8X16)
SYRACUSE BLEND | OBERFIELDS LLC: DESIGN
BLOK SPEC-BRIK
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-INTEGRAL BLOCK SEALER + POST APPLIED
BLOCK SEALER.
-ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED SOLID
DUE TO BOND BEAMS, LINTELS, CMU PIERS,
AND AT EACH SIDE OF THE WINDOWS AT THE
EAST WALL WITH REINFORCING AT BOTH
FACES.
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION.
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SCALE  3/32" = 1'-0"
NORTH ELEVATION1

CODED NOTES - ELEVATION

GENERAL NOTES

• ALL COPING AND BREAK METAL TO MATCH ADJACENT WALL COLOR
• ALL DOWNSPOUTS AND OVERFLOW PENETRATIONS TO BE BRONZE
• SEE BUILDING SECTIONS FOR MORE INFORMATION
• SEE DOOR SCHEDULE NOTES FOR SIGNAGE REQUIREMENTS
• MAX SIGNAGE = 1 SF OF SIGNAGE PER 1 LINEAL FOOT OF BUILDING

FRONTAGE (MAX. 200 SF).
• SOUTH ELEVATION: 113 LINEAL FEET OF FRONTAGE
• SOUTH ELEVATION SIGN: 86  SF (113 SF MAX.)
• WEST ELEVATION: 96 LINEAL FEET OF FRONTAGE
• WEST ELEVATION SIGN: 32 SF (96 SF MAX.)

X

EIFS-1

BR-1 BRICK
WALNUT BLEND #597 | CONTINENTAL BRICK
COMPANY
X-10 LIGHT GRAY FLAMINGO-BRIXMENT
MORTAR OAE.
- REFER TO WALL SECTIONS
- ALL CMU BACK-UP WALLS TO BE 8", COLOR TO
MATCH CMU-1.

EIFS
COBBLE BROWN SW6082 | PAREX OR
APPROVED EQUAL
- COLOR TO MATCH CMU-1
- REFER TO WALL SECTIONS

CMU-1

CMU-2

EIFS-2 EIFS
COLOR: RED TO MATCH STANDING SEAM
METAL ROOFING | PAREX OR APP'D EQUAL
- SUBMIT COLOR SAMPLES TO ARCHITECT FOR
APPROVAL
- REFER TO WALL SECTIONS

SS-1 STANDING SEAM METAL AWNING  
ATAS 1" FIELD LOK - 17 BRITE RED, 3 COAT W/
CLEAR
- BRONZE METAL FRAME
- AWNING VENDOR TO PROVIDE MATERIAL
SAMPLES TO ARCHITECT FOR APPROVAL.

CMU-MILLED STONE 8X8X16
BUFF BLEND #2201B SMOOTH | OBERFIELDS
LLC: DESIGN BLOK MILLED STONE
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-SEE WALL SECTION NOTES FOR ADDITIONAL
SPECIFICATIONS.
- ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED
SOLID DUE TO BOND BEAMS, LINTELS, CMU
PIERS, AND AT EACH SIDE OF THE WINDOWS AT
THE EAST WALL WITH REINFORCING AT BOTH
FACES.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
- REFER TO WALL SECTIONS FOR MORE
INFORMATION

CMU - 10X4X16
(PROVIDE ALTERNATE PRICING FOR 10X8X16)
SYRACUSE BLEND | OBERFIELDS LLC: DESIGN
BLOK SPEC-BRIK
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-INTEGRAL BLOCK SEALER + POST APPLIED
BLOCK SEALER.
-ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED SOLID
DUE TO BOND BEAMS, LINTELS, CMU PIERS,
AND AT EACH SIDE OF THE WINDOWS AT THE
EAST WALL WITH REINFORCING AT BOTH
FACES.
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION.
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SCALE  3/32" = 1'-0"
EAST ELEVATION1

CODED NOTES - ELEVATION

GENERAL NOTES

• ALL COPING AND BREAK METAL TO MATCH ADJACENT WALL COLOR
• ALL DOWNSPOUTS AND OVERFLOW PENETRATIONS TO BE BRONZE
• SEE BUILDING SECTIONS FOR MORE INFORMATION
• SEE DOOR SCHEDULE NOTES FOR SIGNAGE REQUIREMENTS
• MAX SIGNAGE = 1 SF OF SIGNAGE PER 1 LINEAL FOOT OF BUILDING

FRONTAGE (MAX. 200 SF).
• SOUTH ELEVATION: 113 LINEAL FEET OF FRONTAGE
• SOUTH ELEVATION SIGN: 86  SF (113 SF MAX.)
• WEST ELEVATION: 96 LINEAL FEET OF FRONTAGE
• WEST ELEVATION SIGN: 32 SF (96 SF MAX.)

X

EIFS-1

BR-1 BRICK
WALNUT BLEND #597 | CONTINENTAL BRICK
COMPANY
X-10 LIGHT GRAY FLAMINGO-BRIXMENT
MORTAR OAE.
- REFER TO WALL SECTIONS
- ALL CMU BACK-UP WALLS TO BE 8", COLOR TO
MATCH CMU-1.

EIFS
COBBLE BROWN SW6082 | PAREX OR
APPROVED EQUAL
- COLOR TO MATCH CMU-1
- REFER TO WALL SECTIONS

CMU-1

CMU-2

EIFS-2 EIFS
COLOR: RED TO MATCH STANDING SEAM
METAL ROOFING | PAREX OR APP'D EQUAL
- SUBMIT COLOR SAMPLES TO ARCHITECT FOR
APPROVAL
- REFER TO WALL SECTIONS

SS-1 STANDING SEAM METAL AWNING  
ATAS 1" FIELD LOK - 17 BRITE RED, 3 COAT W/
CLEAR
- BRONZE METAL FRAME
- AWNING VENDOR TO PROVIDE MATERIAL
SAMPLES TO ARCHITECT FOR APPROVAL.

CMU-MILLED STONE 8X8X16
BUFF BLEND #2201B SMOOTH | OBERFIELDS
LLC: DESIGN BLOK MILLED STONE
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-SEE WALL SECTION NOTES FOR ADDITIONAL
SPECIFICATIONS.
- ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED
SOLID DUE TO BOND BEAMS, LINTELS, CMU
PIERS, AND AT EACH SIDE OF THE WINDOWS AT
THE EAST WALL WITH REINFORCING AT BOTH
FACES.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
- REFER TO WALL SECTIONS FOR MORE
INFORMATION

CMU - 10X4X16
(PROVIDE ALTERNATE PRICING FOR 10X8X16)
SYRACUSE BLEND | OBERFIELDS LLC: DESIGN
BLOK SPEC-BRIK
-MORTAR: SPEC MIX - SM400 MEDIUM BUFF
-INTEGRAL BLOCK SEALER + POST APPLIED
BLOCK SEALER.
-ALL CORES FROM FINISH FLOOR HAVE
FACTORY INSTALLED KORFIL EPS "ICON"
SHAPED FOAM INSERTS EXCEPT IN INSTANCES
WHERE THE CORES ARE TO BE GROUTED SOLID
DUE TO BOND BEAMS, LINTELS, CMU PIERS,
AND AT EACH SIDE OF THE WINDOWS AT THE
EAST WALL WITH REINFORCING AT BOTH
FACES.
-PROVIDE 'BLOCKFLASH' WEEP SYSTEM.
-REFER TO WALL SECTIONS FOR MORE
INFORMATION.


