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RETAIL WALL SIGN 1: 30" X 144" (30 SQ. FT) RETAIL WALL SIGN 4. 30" X 144" (30 SQ. FT) SIGN HEIGHT: 80"

RETAIL WALL SIGN 2: 307 X 88”7 (18 SQ. FT)
RETAIL WALL SIGN 3: 307 X 144" (30 SQ. FT)

BUILDING ONE SUILDING TWO

SIGN AREA: 50 SQ. FT.

===

= :Aé‘

= |
4 7 -

= ==t

= == 7 =2 -
= =n= s ===

S Rt e /g “‘;‘“ =

%7 Eas==cS = / |S=m=2S /

““““““““““““““““““““““““ =g : - =
SICN_5 ; SI gN %
G TTE e T
2 = ~ ; B S ] e
S = S e | U S s ==
RETAIL WALL SIGN 5: RETAIL WALL SIGN 6:
24”7 X 1627 (27 SQ. FT) 60" X 91”7 (38 SQ. FT)
NORTH ELEVATION (PARTIAL) NORTHWEST CORNER ENTRANCE

SUILDING THREE

PROPOSED SIGNAGE

RETAIL WALL SIGN 7:
247 X 162”7 (27 SQ. FT)

WEST ELEVATION (PARTIAL)
SIGN

MONUMENT  SIGN

AREA

~N o O PN

30

30
30
27
33
27

200 SF
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BUILDING 1
RETAIL
6,400 SF
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BUILDING 3
RESTAURANT
7,000 SF
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Cooper Lighting
VISIONAIRE LIGHTING P RE

Performance In A Whole New Light
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LISTED

NOTES:
- Crosstour fixtures are mounted @ 18°
- Oden Poles are @ 25" mounting height.

Luminaire Schedule

Symbol Qty Label Arrangement LLF Description

P 15 XTOR3A SINGLE 0.912 @ XTOR3A \

) 13 Oden Single SINGLE 0.912 | ODN-3-L-T4-84LC-5-55K SPECTRUM LIGHTING

OO 7 Oden Double BACK-BACK 0.912 | ODN-3-L-T4-84LC-5-55K
2 XTOR5A SINGLE 0.912 @ XTOR5A

Calculation Summary
Label Units Avg Max Min Avg/Min | Max/Min
Marlene Lot Fc 1.68 4.7 0.5 3.36 9.40




DESCRIPTION

The patented Lumark Crosstour™ LED

Wall Pack Series of luminaries

provides an architectural style with super bright, energy efficient LEDs.
The tow-profite, rugged die-cast aluminum construction, universal back
box, stainless sieel hardware along with a sealed and gasketed optical
compartment make the Crosstour impervious to contaminants, The
Crosstour wall luminaire is ideal for wall/surface, inverted mount for
fagade/canopy illumination, post/boliard, site lighting, floodtight and low
level pathway illumination including stairs. Typical appiications includse

building entrances, multi-use facilities,

apartment buildings, institutions,

schoaols, stairways and loading docks test.

SPECIFICATION FEATURES

Lumark

Catalog#  [lalleieel

Project

Grove City OH

Comments

Prepared by

05/23/16

Construction

Slim, fow-profile LED design

with rugged one-plece, die-cast
aluminum hinged removable door
and back box. Matching housing
styles incorporate both a small and
large design. The small housing

is available in 7W and 18W. The
large housing is available in the
26W maodel. Patent pending secure
lock hinge feature allows for

safe and easy tool-less electrical
connections with the supplied
push-in connectors. Back box
includes three (3} half-inch, NPT
threaded conduit entry points. The
universal back box supports both
thea small and large foerms and
maounts to standard 3-1/2" to 47
round and octagonal, 4” squars,
single gang and masonry junction
boxes. Key hole gaskst allows

for adaptaticn to junction box or
wall. External fin design extracts
heat from the fixture surface. Cne-
piece silicone gasket seals door
and back box. Minimum 5* wida
pole for site lighting application.
MNot recommended for car wash

DIMENSIONS

Optical

Silicone sealed optical LED
chamber incorporates a custom
engineered mirrored anodized
reflector providing high-efficiency
illumination. Optical assembly
includes impact-resistant
tempered glass and meets [ESNA
requirements for full cutoff
caompliance. Solid state LED
Crosstour [uminaries are thermally
optimized with five {5) lumen
packagas in cool 5000K or neutral
warm 350CK LED calor temperature
(CCT).

Electrical

LED driver is mountad to the
die-cast housing for optimal heat
sinking. LED thermal managsment
system incorporates both
conduction and natural convection
to transfer heat rapidly away

from the LED sousce. 7W models
operate in -40°C to 40°C {-40°F

to 104°FL 18W and 26W models
operate in -40°C to 40°C {-40°F to
104°F]. High ambient 50°C models
available. Cresstour luminaires
maintain greater than 80% of initiat

ESCUTCHEQN PLATES

light output after 72,000 hours

of operation. Three {3} half-inch
NPT threaded conduit entry points
allow for thru-branch wiring. Back
box is an authorized electrical
wiring compartment. Integral LED
electronic driver incorporates surge
protection. 120-277V 50/60Hz or
347V 60Hz models.

Finish

Crosstour is protected with a
Super durable TGIC carbon

bronze or summit white pclyester
powder coat paint. Super durable
TGIC powder coat paint finishes
withstand extreme climate
conditions while previding optimal
color and gloss ratention of the
installed life.

Warranty
Five-year warranty.
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XTOR
CROSSTOUR LED

APPLICATIONS:
WALL / SURFACE
POST / BOLLARD

LOW LEVEL
FLOODLIGHT
INVERTED
SITE LIGHTING

CERTIFICATION DATA
UL/cUL Wet Location Listed

L?78 / £ MBD Compliant

ROHS Compiiant

ADA Compliant

NOM Compliant Modeis

P66 Ingressed Protection Rated

Title 24 Compliant

Designlights Consortium® Qualified*

TECHNICAL DATA
40°C Maximum Ambient Temperature
External Supply Wiring $0°C Minimum

EPA

Effective Projected Area {Sa. FL):
XTOR1A/XTOR2A=0.34
XTOR3A=0.45

SHIPPING DATA:
Approximate Net Weight:
3.7-56.251Ibs. [1.7 - 2.4 kgs.|

TD514013EN
2015-05-28 11:34:51



LUMEN MAINTENANCE

LUMENS - CRI/CCT TABLE

XTOR CROSSTOUR LED

ORDERING INFORMATION

+ TM-21 Lumen ¥ LED Information XTOR1A XTOR2A | XTOR2A-N | XTOR3A | XTOR3A-N
Ambient F Theoretical L70
Temperature Matntenance (Hours} Delivered Lumens
(72,000 Hours) (Wall Mount) 722 1,633 1,523 2,804 2,284
XTORTAModel Delivered Lumens
25°C >92% > 290,000 (With Flood 468 1,060 978 2,168 1,738
Accessory Kit) 1
40°C >92% > 280,000
B.U.G. Rating 2 B0-U0-GO | B1-Uo-Go | B1-Uo-Go | B1-Uo-Go | B1-U0-Go
50°C >91% = 270,000
CCT
XTOR2A Model {Kelvin) 5,000 5,000 3,500 5,000 3,500
265°C 91 270,0
=i - “ ﬁ:illor Rendering Index) 63 63 # 22 4
40°C > 90% > 260,000 g
50°C > 88% > 225,000 R’i,‘:t‘[’;f""sum‘“"“" W 18W 18W 26W 26W
XTOR3A Model NOTES: 1 Includes shield and visor. 2 B.L1.G. Rating does not apply to floodlighting. |
26°C >91% > 280,000 ,
40°C >91% > 270,000 l
50°C > 89% > 240,000
CURRENT DRAW
Model Series
Valtage
XTOR1A | XTOR2A | XTOR3A
120V 0.05A 0.15A 0.22A
208V 0.03A 0.08A 0.13A
240V 0.03A 0.07A 0.11A
217V 0.03A 0.06A 0.10A
347V 0,025A 0.058A 0.082A

Sample Number: XTOR2A-N-WT-PC1

Series’ LED Kelvin Color

Housing Color Options (Add as Suffix)

Accessories (Order Separately)

XTOR1A=Small Door, 7TW
XTOR2A=Small Door, 18W
XTOR3A=Small Door, 26W

[Blank]=Bright White
(Standard) 5000K
N=Neutral Warm White,
3500K?

PC1=Photocontrol 120V ?
PC2=Photocantrol 208-277V 4
347V=347V"

HA=50°C High Ambient ®

[Blank]=Carbon Bronze
(Standard)
WT=Summit White

WG/XTOR=Wire Guard ¢

XTORFLD-KNC=Knuckle Floodlight Kit?
XTORFLD-TRN=Trunnion Floodlight Kit?
XTORFLD-KNC-WT=Knuckle Floodlight Kit, Summit White 7
XTORFLD-TRN-WT=Trunnion Floadlight Kit, Summit White 7
EWP/XTOR=Escutcheon Wall Plate, Carbon Bronze
EWP/XTOR-WT=Escutcheon Wall Plate, Summit White

NOTES: 1 Designlights Consortium™ Qualified. Refer ta www.designlights.org Qualified Products List under Family Models for details. 2 XTOR1A not available in 3500K. 3 Photacontrols are factory installed. 4 Order PC2 for
347V models. § Thru-branch wiring not available with HA option or with 347V, 6 Wire guard for wall/surface mount. Not for use with floodlight kit accessory. 7 Floodlight kit accessory supplied with knuckle (KNC) or trunnion
(TRN) base, small and large top visors and small and large impact shields.

STOCK ORDERING INFORMATION

7W Series

18W Series

26W Series

XTOR1A=7W, 5000K, Carbon Bronze

XTOR2A=18W, 5000K, Carbon Bronze

XTOR3A=26W, 5000K, Carbon Bronze

XTOR1A-WT=7W, 5000K, Summit White

XTOR2A-N=18W, 3500K, Carbon Branze

ATOR3A-N=26W, 3500K, Carbon Bronze

XTAOR1A-PC1=7W, 5000K, 120V PC, Carbon Bronze

XTOR2A-WT=18W, Summit White

XTOR3A-WT=26W, Summit White

XTOR2A-PC1=18W, 120V PC, Carbon Bronze

XTOR3A-PC1=26W, 120V PC, Carbon Bronze

5-DAY QUICK SHIP ORDERING INFORMATION

7W Series

18W Series

26W Series

XTOR1A-WT-PC1=7W, 5000K, Summit White, 120V PC

XTOR2A-PC2=18W, 5000K, 208-277V PC, Carbon Bronze

XTOR3A-PC2=26W, 5000K, 208-277V PC, Carbon Bronze

XTOR2A-WT-PC1=18W, BO0OK, Summit White, 120V PC

XTOR3A-WT-PC1=26W, 5000K, SummitWhite, 120V PC

XTOR2A-WT-PC2=18W, 5000K, Summit White, 208-277V PC

XTOR3A-WT-PC2=26W, 5000K, SummitWhite, 208-277V PC

XTOR2A-N-WT=18W, 3500K, Summit White

XTOR3A-N-WT=26W, 3500K, Summit White

XTOR2A-N-PC1=18W, 3500K, 120V PC, Carbon Bronze

XTOR3A-N-PC1=26W, 3500K, 120V PC, Carbon Bronze

XTOR2A-N-PC2=18W, 3500K, 208-277V PC, Carbon Bronze

XTOR3A-N-PC2=26W, 3500K, 208-277V PC, Carbon Bronze

XTOR2A-N-WHT-PC1=18W, 3500K, Summit White, 120V PC

XTOR3A-N-WHT-PC1=26W, 3500K, Summit White, 120V PC

XTOR2A-N-WT-PC2=18W, 3500K, Summit White, 208-277V PC

XTOR3A-N-WT-PC2=26W, 3500K, Summit White, 208-277V PC

Eaton

F-T-N

Powening Business Worldwide

1121 Highway 74 South
Peachtree City, GA 30263
P 770-486-4800
www.eaton.com/lighting

Specifications and
dimensions subject to
change without natice.

TD514013EN
2015-05-28 11:34:51



Submitted by Spectrum Lighting, Inc. Catalog Number: Type: .
Job Name: RNTS-30-6R-7G-128C-136-T41/2-BK ODN-3-L-T3-
A Grove Citv. OH BALC-5-55K-UNV-AML-BK-CHH3 VAT07-L-8141/2- -
SPECTRUMMILIGHTING ¥s BK e -
¥ Notes;
; SPEC14-5003
Project Name: Catalog Number:

Oden L0

g@us ODN-2-L 26" 20" 84 53
LISTED ODN-3-L 30" 24" 84 74

With six interchangeable caps
and spun shade styles, the CAP1{C1) CAP2{C2) CAP3 (C3)
Qden - LED offers architects,
designers and engineers
endless possibilities for a
custom fixture to fit their
unigue application.

HOUSING 1 (H1) HOUSING 3 (H3)

HOUSING 2 (H2)

CAP 4{C4) CAPB(C8) HOUSING 4 (H4) HOUSING & {H5) HOUSING 8§ (16)

The OQden - LEDs’ high-
guality, durable construction
makes it an ideal fixture for
any application.

ODN-3-L-T3-84LC-5-55K-UNV-AML-BK-C3/H3

O . D 0 ' a2 D - oI agae 0 Cl di e Optio
] ODN-2-L| Typel [#ofLEDs| 350 | i\iggﬁﬁe 1'%0-27‘7 Y(E)uke I\flgggt B;g'ge (g}, Button Type Photocell
N 42C 3 ( 4K) vgll\i’:gr!:a 1enef|5x‘:n::{ali Jvaih c2 PC:ISE E‘:)IIV "(",g“éez 08)
°=” (4;L ) szgf) — (UNV) i‘;{,‘i(n\x?ﬁ; i Plack (€2) {PCZ40) {PC277)
ype 4 55 3
(T2) (84LC) “Gool while 480 White (ga) Fusing
@ I (55K) (5) A]’T Mount {Wh) Cd Sﬁgfc::?i\::llﬁge
ODN-3-L. 42 arge | gangst (C4) SF120) (SF277
' a 2LC) 347 (AML) arsssliﬂone G5 { Douhia)in-!i(ne fuse )
E:' Type - (8) e eathored (85) (DF208) (DF240)
8
% (B4LC) (W) Brown (C8) Dual Circuit
e
O Silver Metallic (m}
E ('%?4) [SE) Ho Cutoff Louver System
6 Ver\;:l[ig;ris (H2} (CLS)
;2 & ok 3 0-10 V Dimming Driver
Forest Green “No cantrols
T}ﬁg)v {FG} (ﬂj} (Do)
Custoqa Color) 1 10KV Surge Protector
o) {10Kv)
Type VW] (H8)
(T5W) “Input selection from
; this column in the
Eﬁ‘lﬂﬁnlsghl form of. C1-Hi
Biode

For mare detaled informaicn on maurirg, witng or instaliation instructions, plaas corsuk factory I polos aro nok orderod with fixures, ploss specify maunting rocuirentents, This dsaument contans peopretary rformation of Visianare Lighting LT,
Any s of this ioformakicn requires the verflen approvat of Vislonaia Lighfing, LLG. In keepmg with our TOM poficy of continuous improvement, Vistonaire reserves 118 righl to changs any specificalions contained hersin wathoul prior notice.,

Ul IHHA!HE EJ HI!HI‘

Patormance in A Whale New Light™y




Submitied by Spectrum Lighting, Inc.

SPECTRUMuTLIGHTING

_qu Name:

A - Grove City, OH

¥

Catalog Number:
RNTS-30-6R-7G-12BC-136-T41/2-BK ODN-3-L-T3-
84LC-5-55K-UNV-AML-BK-C3/H3 VA107-1-81-41/2-
BK

Motes:

Type:

SPEG14-5003

Housing

*» High-quality, one-piece spun aluminum shade and durable cast
aluminum top cap; available in two housing sizes.

+ All external hardware is stainless steei.

+ One-piece, cast-aluminum door assembly with took-less access.

Thermal Management

« The Oden - LED provides excellent overall thermal management
by maximizing the efficiency of the heat sink in the fixture. This
enables the Oden - LED to withstand higher ambieni iemperatuzes
and higher drive currents without degrading LED life.

Optical System

« The highest lumen output Evo/C LEDs are utilized. Estimated life
of the LEDs is 1000,000+ hours. Available with 6 IES distribution
patterns. Available with up to 84 LEDs. The optical system qualifies
as IES full cutoff; and is Dark-Sky certified to restrict light trespass,
glare and light pollution for neighborhocd-friendly lighting.

« CRI values are 70 for 400CK and 75 for 5500K.

Quali-Guard® Finish

« Fixture components are chemically pretreated through a muitiple-
stage washer and finished with an electrostatically-applied,
thermoset polyester powder coat textured paint with a 3 to 5 mils
thickness. Finish is oven-baked at 400 °F for maximum adherence
and finish hardness.

» Available in standard and custom colors.

Mounting

« The Oden - LED mounts to a wide selection of decorative and
custom mounting arms for both pale and wail mount applications
(see Mounting Arms section of catatog).

VAT10-81 VAMG-DZ VATI-WM
Fixture Fixture Only Fixture with

VA110-51

{Additional Arms jn Mounting Arm Section) .. -

Oden

LED

Electrical Assembly

+ The Oden - LED is supplied with a high-performance LED driver,
located in #s cap, that accepts 120 V thru 480 V, 50 Hz to 60 Hz
input. Power factor is 90%. Rated for -40 °F operation.

+ High-low system offers mation controk or factory preset switching
options. Consult factory for specific details.

« 3 kV surge protector supplied as standard.

Warranty
« Five {5) year Limited Warranty an entire system, including finish.
For full warranty information, please visit VisionaireLighting.com.

Solar Panel Option
» The Oden is compatible for use with Visionaire Lighting’s Sclar
Panel Pole™.

Options

+» Button type photocelt « Cutoff louver system

« Fusing * High-fow system

= Dual circuit + 0-10 V dimming driver

+*10KV Surge Protector
Piease consult factory for detailed custom options.

Listings

+Oden is °§2“ listed, suitable for wet [ocations.

+ Dark-Sky Friendly® certified by the International
Dark-Sky Association.

+ RoHS compliant.

« IPG5.

« LTS,

+ LM80.

« Powder Coated Tough™

Ipszanz
ol
TollaHs

gonag 26—

EFA: L1

VA107-81 VA107-D2 VAI07-AM

2 Fixtures with
VA107.D2

Fixture with
VA107-S1

2 Fixtures with
VA110-D2

ODN-2-L 1.2 2.2

4.1 3.5 5.6

3.6

ODN-3-L 26

6.6 4.9 8.3

Output | Type Type Type Type Type Type
mA 1 2 3 4 5 5-W Watts L70 Hours
350 3,840 | 3941 | 3,754 | 3,811 | 3,888 | 4,140 46 150,000
! 42 530 4,647 | 5132 | 4,925 | 4,855 | 5410 | 5644 68 100,000
350 7,507 | 7,883 | 6,663 | 7,320 | 7,976 | 8,280 92 160,000
2 84 530 9,155 | 10,265 | 9,988 | 9,710 | 10,820 | 11,288 136 100,000

Visit wenw \isionaireLighting.com for

up-to-the-minute charl infermation, including types not listed here,
For 4000K multiply values by 0,80




FINISH MATERIAL/COLOR LIST — BUILDINGS ONE AND TWO

1. EIFS 5. STOREFRONT 8.— CEMENT BOARD

Drivit — 133 Driftwood Old Castle — Dark Bronze Nichiha - Driftwood

6. H.M. DOOR

Belden — 8601 Dark (Brown) TBD — SW6061 Tanbark

3. and 4. BRICK 7.—ALUM. CANOPY / FASCIA BAND

Belden — Tumbleweed TBD — Medium Bronze



FINISH MATERIAL/COLOR LIST — BUILDING THREE

1. EIFS 4. ROLLUP DOOR W/GLASS

Drivit — 133 Driftwood Overhead Door — Dark Bronze Frame
2. BRICK 5. DOOR —W/GLASS

e

Belden — Tumbleweed TBD — Dark Bronze Frame

3. CULTURED STONE 6. — ALUM. GATE

Coronado Stone — Country Rubble TBD — Medium Bronze
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